construction 

selector 

partitions & walls 
ceilings & floors 
demountable partitions 
roof assemblies 


This construction selector 
summarizes the many effective 
systems that can be constructed 
with United States Gypsum 
quality-tested building products. 
Complete technical information, 
organized for efficiency of use, 
is presented according to the end 
result desired by the architect. 

It serves as a general guide for 
initial comparison and selection 
of systems and as an index to 
the various system and product 
folders in this series providing 
more complete data. 











Contents 

U.S.G. technical information 


This 24-page Selector is the first element, and the key refer¬ 
ence index, in the U.S.G. Architectural Technical Litera¬ 
ture series. Following is the sequence of other folders 
comprising the complete series. Included are Section Num¬ 
bers for folders located in Sweet’s 1975 Architectural File; 
those marked “O” appear elsewhere in Sweet’s files. The 
numeral before each division title indicates the UCI Uniform 
System division classification. Copies of all folders listed 
are available through U.S.G. representatives or by mail (in 
Sweet’s, see Literature Directory following this Selector). 

The System Folders and Building Product Catalogs are 
arranged in numerical sequence, as listed below. The first 
numeral in the title number is the appropriate division 
number (two digits for two-digit division numbers) so that 
folders are easily filed. All folders are new 1975 editions 
except those marked (t) which were new in 1974 and not 


supplied with replacement literature. 

Sweet’s 

Folder description _Sec. No. 


#3 Decks, Floors 

SA-305 Gypsum Roof Systems. 3.4 

^SA-306 Metal Edge Gypsum Roof Plank.3.4 

fSA-309 Gypsum Floor Plank 


#4 Masonry 

JSA-405 Gypsum Tile Partition Systems 


#5 Grating, Exp. Metals 


tSA-505 GRATE-X* Gratings. 0 

JSA-506 GRIP STRUT* Gratings. 0 


#7 Insulation, Roofing 

SA-705 Building & Acoustical Insulation.7.14 

SA-710 Asphalt Roofing Products 
JSA-715 CONCORDE Shingles 


#8 Curtain Walls 

SA-805 Exterior Curtain Walls.8.14 


Sweet’s 

Folder description Sec. No. 


#9 Acoustical Treatment 

SA-905 Sound Control Ceilings. 9.1 

SA-907 CDI Environmental Ceilings. 9.1 


#9 Lath, Plaster 

SA-912 Veneer Plaster-Noncombustible 

Partitions/Ceilings. 9.5 

tSA-913 Wood-Framed Veneer Plaster 
Partitions/Ceilings 
tSA-914 Metal-Framed Metal Lath 
& Plaster Systems 

SA-915 TRUSSTEEL* Studs-Gypsum Lath 


Partitions. 9.5 

SA-917 Plaster Bases & Accessories.9.5 

SA-918 Gypsum Plaster Products. 9.5 


#9 Gypsum Drywall 

SA-922 Shaft Wall Partitions. 9.5 

SA-923 Metal-Framed Gypsum Drywall 

Partitions/Ceilings. 9.5 

SA-924 Wood-Framed Gypsum Drywall 

Partitions/Ceilings/Separation Walls.9.5 

SA-927 Gypsum Panels & Accessories. 9.5 

JSA-928 TEXTONE* Vinyl Gypsum Panels.9.12 


#9 Paints, Coatings 

SA-933 Paint Products. 9.5 


#10 Demountable Partitions 


SA-1020 ULTRAWALL* Movable.10.1 

tSA-1030 Drywall Demountable 
SA-1040 VAUGHAN WALLSt Drywall.10.1 


#15 Mechanical 

tSA-1510 GLOBE STRUT* Channel Framing. O 
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Index 

products and systems 


References listed are principal source of information 
in U.S.G. Architectural Technical Literature series. 
Repetition or additional data may occur in other folders. 


product or system folder reference product or system folder reference product or system 


folder reference 


A 


F 


P 


Accessories, structural & trim... SA-917, SA-927 

Acoustical space units.SA-905 

Acoustical tile, panels.SA-905 

Adhesives, drywall.SA-927 

Air-distributing ceilings, grids.. SA-905, SA-907 

Aluminum trim.SA-928, SA-1020, 

SA-1030, SA-1040 

Area Separation Walls.SA-924 

Asbestos board.SA-305, SA-905 

Asphalt roofing.SA-710 

ASTM Specs.page 23, SA-100 


B 


Back-blocking system.SA-924 

Block filler.SA-933 

Blowing wool.SA-705 

Building insulation.SA-705 

Built-up roofing.SA-710 


C 


Caged beam construction.SA-912, SA-914, 

SA-923 

Ceiling board, metal accessories.SA-905 

Ceiling grid systems.SA-905, SA-907 

Ceiling heat components. SA-917, SA-918, SA-927 

Ceiling heat systems.SA-905, SA-907 

Ceiling texture finishes.SA-933 

Channel framing.SA-1510 

Channels, furring & lathing.SA-917, SA-927 

Channels, resilient.SA-917, SA-927 

Chase walls.. SA-405, SA-912, SA-914, SA-915, 
SA-922, SA-923, SA-1040 

Coatings, fire-retardant.SA-933 

Coatings, masonry, metal & industrial.. .SA-933 
Column fireprfg. SA-405, SA-705, SA-914, SA-923 
Concrete finishing compound... .SA-918, SA-927 

Concrete inserts.SA-1510 

Control joints.SA-917, SA-927 

Corner, casing beads.SA-917, SA-927 

Corner reinforcement.SA-917, SA-927 

Curtain wall insulation.SA-705 

Curtain walls.SA-805 


D 


Drywall ceilings.SA-923, SA-924 

Drywall fireproofing.SA-923 

Drywall furring systems.SA-405, SA-923 

Drywall partitions, laminated.. SA-922, SA-923, 
SA-924, SA-1040 

Drywall partitions, metal-framed.SA-922, 

SA-923, SA-924, SA-1020, SA-1030, SA-1040 
Drywall partitions, wood-framed.SA-924 


E 


Environmental ceilings.SA-907 

Epoxy coatings.SA-933 


Exterior ceilings SA-805, SA-905, SA-914, SA-924 


Federal Specs.page 23, SA-100 

Finishinglime.SA-918 

Fireproofing, mineral felt.SA-705 

Fire-retardant coatings.SA-923 

Floating angle construction.SA-913, SA-924 

Floor underlayment board.SA-309, SA-927 

Floor underlayment compound.SA-309 

Flooring, gypsum plank.SA-309 

Flooring, open steel.SA-505, SA-506 

Foil-back gypsum panels, lath...SA-917, SA-927 
Formboard, gypsum roof decks.SA-305 

G 


Gauging plasters.SA-918 

Grating, expanded metal.SA-505 

Grating, reticulated metal.SA-506 

Gypsum concrete roof deck.SA-305 

Gypsum coreboard.SA-927 

Gypsum drainage slope fill.SA-305 

Gypsum floor plank.SA-309 

Gypsum lath ceilings.SA-912 

Gypsum lath partitions.SA-405, SA-912, 

SA-915, SA-922 

Gypsum liner panels.SA-927 

Gypsum partition tile.SA-917 

Gypsum plaster base.SA-917 

Gypsum roof plank.SA-305 

Gypsum tile fireproofing.SA-405 

Gypsum tile partitions.SA-405 

Gypsum panels.SA-927, SA-928 

I 


Insulating furring.SA-912, SA-923 

Insulating gypsum panels, lath. .SA-917, SA-927 

Insulating blankets, mats.'.SA-705 

Integrated environmental ceilings.SA-907 

J 


Joint treatment.SA-927 

L 


Laminated coreboard.SA-927 

Lathing accessories.SA-917 

Lathing clips.SA-917 

Light fixture protection.SA-905 


M 


Mansard roof shingles.SA-715 

Masonry partitions.SA-405 

Metal lath & accessories.SA-917 

Metal lath ceilings.SA-914 

Metal lath fireproofing.SA-914 

Metal lath partitions.SA-914 

Metal pan acoustical units.SA-905 

Metal stud partitions.. SA-912, SA-914, SA-915, 

SA-922, SA-923, SA-1020, SA-1030, SA-1040 

Metal studs.SA-917, SA-927 

Metal trim.SA-917, SA-927 

Mouldings, drywall.SA-927, SA-928 

Movable partitions. .SA-1020, SA-1030, SA-1040 


Paint products.SA-933 

Plaster bases.SA-917 

Plaster ceilings.SA-912, SA-913, SA-914 

Plaster furring systems.SA-405, SA-912, 

SA-914, SA-915 

Plaster partitions, metal-framed.SA-912, 

SA-914, SA-915, SA-922 

Plaster partitions, wood-framed.SA-913 

Plastering lime.SA-918 

Plasters—basecoat, finish.SA-918 

Plastic trim SA-917, SA-927, SA-928, SA-1030 

Pouring wool.SA-705 

Prefinished gypsum panels.SA-928 

Primers & undercoat.SA-933 

R 


Radiant heat ceiling components.SA-917, 

SA-918, SA-927 

Resilient ceilings.SA-913, SA-924 

Resilient partitions_SA-405, SA-913, SA-914, 

SA-915, SA-922, SA-924 
Roofing, shingles & built-up.SA-710 

S 


Safing insulation.SA-705 

Screws, gypsum board.SA-917, SA-927 

Sealer, spray compound.SA-933 

Seismic roof construction.SA-305 

Semi-solid partitions.SA-1040 

Separation walls.SA-924 

Shaft wall partitions.SA-922 

Sheathing, gypsum.SA-927 

Shingles, mineral sidewall.SA-715 

Sound absorbers.SA-905 

Sound attenuation blankets.SA-705 

Sound deadening board.SA-927 

Sound underlayment board.SA-309, SA-927 

Space units, acoustical.SA-905 

Stains, wood.SA-933 

Stair treads.SA-505, SA-506 

Steel studs.SA-917, SA-927 

Stucco.SA-805, SA-918 

Sub-purlins, roof deck.SA-305 

T 


Tape, reinforcing. 

Texture paint finishes 
Trim accessories. 


V 


SA-917, SA-927 

.SA-933 

SA-917, SA-927 


Varnishes.SA-933 

Veneer plaster systems.SA-805, SA-912, 

SA-913, SA-915, SA-922 

Vent shaft construction.SA-405, SA-922 

Vinyl-surfaced gypsum panels.SA-928 

W 


Wallboard & accessories.SA-927 

Wallcovering, vinyl.SA-928 


Wood-frame partitions, ceilings. .SA-913, SA-924 

Z 


Z-spline suspension systems.SA-905 


UNITED STATES GYPSUM 
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How to use this selector 


description of sect ions _ 

This folder is divided into six sections—A to F—covering the 
categories indicated below. Within each section are listed brief 
analyses of major variations of each system, as documented by 
fire or sound tests, federal specifications or ASTM designa¬ 
tions. They are arranged sequentially according to fire ratings 
—the criterion that most often governs selection. 


These analyses are organized to locate the criteria desired at a 
glance. In Section A, covering fixed and demountable par¬ 
titions, all information appears under six column headings: 


STC rating 

physical data 

description 


folder 

11-f 

16-f 

construction detail 

& test no. 

comments 

reference 


In section B—ceiling systems—headings are revised to show 
STC and IIC sound ratings. In sections C, D and E—roof 
assemblies, fireproofing and exterior walls—certain of these 
columns are not applicable and are omitted. 

The analyses applicable to each system, as listed in the first 
five sections here, are repeated in the individual folder covering 
that system, indicated by number in the “Folder Reference” 
column. Full information, details and specifications on the 
selected constructions also are available in the folders. See 
contents, page 2, for folder locations. 


3 partitions —pages 5 to 11—include solid and laminated 
without studs, metal and wood-framed, fixed and demountable 
—in plaster and lath, drywall and gypsum tile. 


b ceilings— pages 12 to 18—include suspended, furred and 
direct-attachment types, employing plaster and lath, drywall, 
and mineral fiber tile or panel surfaces with companion floor 
or roof construction. Air distribution and integrated environ¬ 
mental systems also are offered. 


C roof assemblies— page 19—listed are poured gypsum 
decks, and the prefabricated gypsum plank type, both available 
with integral ceilings. 


d structural fireproofing —pages 19 to 21—shows basic 
methods of protecting columns and beams with lath and 
plaster, gypsum tile and plaster, and gypsum drywall. 


© exterior walls and furring— page 22—compares meth¬ 
ods of furring exterior walls, including veneer plaster and 
drywall furring systems, and exterior curtain wall assemblies. 


product catalogs —listed and indexed on page 23— 
present complete data on components and accessories used 
in U.S.G. drywall and plaster construction systems. Other 
subjects: insulation, paint, sound control ceiling products, 
asphalt and mineral shingles, gratings and channel framing. 

Federal specification and ASTM designation qualifications of 
U.S.G. products are listed on page 23. 


abbreviat ions 

In the test analyses following, the abbreviation “etf” 
indicates estimated; the abbreviation N/A indicates not 
applicable or not available. Other abbreviations are 
classified by columns where they appear: 


description and comments 


acoust 

acoustical 

ht 

height 

alt 

alternate 

ins 

insulating or insulation 

alum 

aluminum 

lamin 

laminated 

appl 

applied 

lim 

limiting 

att 

attached 

max 

maximum 

atten 

attenuation 

met 

metal 

betw 

between 

min 

mineral or minimum 

bd 

board 

mov 

movable 

blkts 

blankets 

nom 

nominal 

cem 

cement 

noncomb 

noncombustible 

chan 

channel 

o.c. 

on center 

clg 

ceiling 

opp 

opposite 

col 

column 

oz 

ounce 

com 

common 

partn 

partition 

compd 

compound 

perim 

perimeter 

cone 

concrete 

pi 

plaster 

constr 

construction 

plywd 

plywood 

conti n 

continuous 

prot 

protected or protection 

corebd 

coreboard 

qtr 

quarter 

corrug 

corrugated 

recom 

recommended 

cr 

cold rolled 

reg 

regular 

ctd 

coated 

reinf 

reinforcement 

dbl 

double 

resil 

resilient 

dead 

deadening 

rf 

roof 

distr 

distribution 

run 

runner(s) 

dm 

diamond mesh 

sep 

separate 

ea 

each 

separ 

separated 

exp 

exposed 

sf 

self furring 

fed spec 

federal specifications 

spec 

special 

fin 

finish or finished 

stag 

staggered 

fireprfg 

fireproofing 

stl 

steel 

fixt 

fixture 

subflr 

subfloor 

fir 

floor 

susp 

suspended or 

formbd 

form board 


suspension 

freq 

frequency 

syst 

system 

fur 

furring 

thickn 

thickness 

ga 

gauge 

unexp 

unexposed 

galv 

galvanized 

unfin 

unfinished 

hex 

hexagonal 

vert 

vertically 

hoi 

hollow 

wallbd 

wallboard 

horiz 

horizontally 

wd 

wood 

hr 

hour 

wf 

weight (Ibs./sq. ft.) 


Plaster mixes are given by weight in lbs., aggregates by volume in cu. ft. 
In details, color background designates materials indicated below: 
Sound-deadening material, or columns. 


Resilient or furring channels. 


test no. 


noncomb noncombustible MLA Metal Lath Association 

Des Design NBFU Natl. Bd. Fire Underwriters 

GA Gypsum Association ASTM Amer. Soc. Testing Materials 

IBI Insulation Board Institute USG United States Gypsum 

The recognized laboratories which performed the tests are noted by abbre¬ 
viation as follows: 

Fire (0 Sound (s) 

BMS—National Bureau of Standards NBS—National Bureau of Standards 
UL—Underwriters Laboratories, Inc. TL—Riverbank Acoustical Laboratories 
OSU-Ohio State University G & H-Geiger & Hamme 

FPRI—Fire Protection Research Institute CK-Cedar Knolls Acoust. Laboratories 
U of C—University of California WEAL—Western Electro-Acoust. Lab. 

BBN—Bolt, Beranek and Newman 
KSO— Kenward S. Oliphant 
WL—Wyle Laboratories 

Reports of tests listed here may be requested by number from United States 
Gypsum, Architectural Services Dept., 101 S. Wacker Dr., Chicago 60606. 

sound rating _ 

STC sound transmission class IIC impact insulation class 
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partitions 



selector guide to sound-rated partitions 


STC range 

55-60 

50-54 

45-49 

40-44 

35-39 

drywall assemblies 

1, 11, 16, 22, 23, 
30, 31, 52 

14, 15, 16, 21, 22, 
24, 27,31, 51, 52, 
53, 54, 67, 69, 70 

16, 21, 23, 30, 32, 54, 
56, 57, 60, 62, 63, 66, 
67, 70, 71, 72, 73, 75 

18, 20, 58, 62, 
75, 76 

19, 20, 57, 
59, 64, 65, 

68 

plaster assemblies 

5 

6, 7, 33, 34, 35, 

39, 47, 50 

35, 39, 40, 41, 

42, 43, 47 

2, 8, 44, 45 

40 


STC rating 

physical data 

construction detail description & test no. 

comments 

folder 

reference 

11-f 

16-f 

4-hour rated partitions various assemblies 


56 

» ■ 

I —l- ■■ ■. --- .. . .■■ ■■ ...- Puncnm Tila £ Oruu/ill 54* CUrPTCOPIT flDCmnC 

Excellent sound control 
for party walls. Extends 
drywall use to masonry 
construction 

SA-405 

j uypsum i lie oi urywau — /s on tt i nuur\ ■ i kluuul 

“C” gypsum panels—3" solid PYROBAR-1%" USG 
g// met studs 24" o.c. one side—l 1 /*" THERMAFIBER 

1 sound atten blkts betw studs—panels appl vert & 

m;.i Vlt; A Yi'.Vd screw att to studs—panels strip lamin 16" o.c. to 

tile opp side—perim caulked—joints fin — est(f) — 

wt. 21 lim. ht. 13' TL-72-225 (s) 

42 


| • ^ Gypsum Tile & Plaster-4" hoi PYROBAR tile- 5 /*" 

1 100:3 gypsum sand plaster-T-118-35&36-OSU (f)- 1 

5‘/t NBS-305 F44 (s) 

Fire rating also applies to 

6" hoi PYROBAR tile 
plastered one side only— 
T-26-1-OSU (f) 

r 

SA-405 

wt. 26 lim. ht. 17' 

N/A 


Cavity Shaft Wall Gypsum Drywall— 2 layers Ys" 
T~ ~ SHEETROCK FIRECODE “C” gypsum panels face 

Fire rating also applies 
with IMPERIAL FIRECODE 
“C” Base and veneer 
plaster surface 

SA-922 

fil/ - -v.-..■ stl T-studs 24" o.c.—1" liner panels & Ys" gypsum 

0/ 5 -•••- ••• • panel core screw att to studs—horiz USG met fur 

LpU chan 24" o.c.—face side panels screw att to fur chan 

wt. 16 tlim. ht. 14'3' U Of C 5-24-74 (0 



PLASTERED METAL-FRAMED ASSEMBLY 

N/A 


T ; V.: Stl Stud-Metal Lath & Plaster-4" TRUSSTEEL studs 

1 16" o.c.—one side 3.4# poly-back dm met lath direct 

5 1 /*" att & cem lime pi—3 1 /*" STRUCTO-LITE (TypeS) 

1 /£- > y #£££: ££ plaster in stud cavity—opp side 3.4# dm met lath & 

1 3Z* Iftfl -9-inn ouncnm canrl nlactpr_III n<ac 11^09 

Suitable for smoke 
tower construction 

SA-914 

—I . . . /4 1UU .£~1UU .0 gyp 5U III Sdlia pidSlcl—UL UuS Um \IJ 

wt. 30 lim. ht. 22' 


3-hour rated partitions 


PLASTERED MASONRY ASSEMBLIES 


55(1) 


51(2) 


Gypsum Tile & Plaster-3" hoi PYROBAR-2x2 wd 
fur 16" o.c. vert-1 1 /*" THERMAFIBER sound atten 
blkts betw fur—R-5 resil clips att to wd fur—**" 
ROCKLATH pi base— 1 /*" gypsum sand plaster one 
side & opp side **" direct—perimeter caulked— est (f) 
-(1) USG-123-FT-G&H (s)-(2) Field Test-KSO- 
wt. 22.5 lim. ht. 13' 1090072-f (s) 


Excellent sound & fire 
resistance. No outlets in 
123-FT test; two caulked 
outlets in field test 


SA-405 


wt. 27 lim. ht. 17' 


50(1) 


47(2) 


52 




wt. 24 lim. ht. 13' 


Gypsum Tile & Plaster—4" hoi PYROBAR—R-5 resil 
clips— Ys" ROCKLATH pi base— 1 /*" gypsum sand 
plaster one side & opp side Ye" direct—perimeter 
caulked— est (0 -(1) USG-110-FT-G&H (s)-(2) Field 
Test KSO-1090072-e (s) 


Good attenuation. No out¬ 
lets in 110-FT; two caulked 
outlets in field test 


Gypsum Tile & Plaster-3" hoi PYROBAR—R-5 resil 
clips—**" ROCKLATH pi base—V*" gypsum sand 
plaster one side & opp side **" direct— est (f) TL- 
60-127 (s) 


Excellent fire resistance 
reduces sound leaks & 
flanking paths 


SA-405 


SA-405 


40 


W 

A. 


Gypsum Tile & Plaster-3" hoi PYROBAR- 5 /*" 100:3 
gypsum sand plaster— T-26-5-OSU (f)—NBS-309 (s) 


Fire rating also applies to 
3" solid PYROBAR, un- 
plastered— T26-3-OSU (0 


wt. 23 lim. ht. 13' 


SA-405 8 


N/A 


wt. 16 lim. ht. 13' 


Gypsum Tile & Plaster—3" hoi PYROBAR—**" 100:3 
gypsum sand plaster one side only— T-1315-OSU (f) 


Ideal for chase walls, 
vent & elevator shafts 


N/A 


4 5 /*" 

3 5 /s" 

■■"wt. 20 lim. ht. 17' 


Gypsum Tile & Plaster-4" hoi PYROBAR tile- 5 /," 
100:3 gypsum sand plaster one side only—T-118- 
29&30-OSU (f) 


SA-405 />& 

10 


SA-405 


t Based on load of 5 psf; deflection limited to L/240. See System Folder for additional limiting height details. 


UNITED STATES GYPSUM 
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partitions 


a 


STC rating 

physical data 
construction detail 



folder 

11-f 16-f 

description & test no. 

comments 

reference 

3-hour rated partitions 

DRYWALL METAL-FRAMED ASSEMBLIES 



ii 

57 

Cavity Area Separation Wall- 5 / 8 " SHEETROCK W/R 
FIRECODE “C” gypsum panels—1" USG gypsum 

~T~.—. ..— liner panels set betw USG stl T-studs 24" o.c.— 

' i RC-1 chan 24" o.c. screw att to side opp liner panels 

U 0 udJlUU O.O.O.u U.i; -1 W THERMAFIBER sound atten blkts-single 

| -rJIL- . , layer panels one side appl vert & screw att—2 layers 

opp side screw att to chan—base layer appl horiz— 
face layer appl vert—joints fin—perim caulked— 
est (f)—B B N-730622 (s) 

SA-924 

12 

N/A 

—i—.................. Cavity Shaft Wall Gypsum Drywall—3 layers Vs" 

1 SHEETROCK FIRECODE “C” gypsum panels one side 

W .. . [“*1 . -1" USG shaft wall liner panels set betw USG stl 

| ^ — T-studs 24" o.c.—panels screw att to side opp liner 

panels with joints stag—base & face layers appl vert 
film. ht. 14 3 —mid layer appl horiz—joints fin—U of C 2-16-72 (0 

Fire rating also applies 
with IMPERIAL 

FIRECODE “C” Base 
and veneer plaster 
surface 

SA-922 

13 

N/A 


i _L!E—S 

wt. 14 flim. 

Solid Shaft Wall Gypsum Drywall—2 layers Vs" 

•■■■ ■ - corebd set betw USG stl H-studs 24" o.c.—panels 

|pr- . appl vert with joints stag—horiz USG met fur chan 

“V ' . r,r„' ’ 24" o.c. betw panel layers—both layers screw att— 

joints fin—T-4423-OSU (f) 

Fire rating also applies 
with IMPERIAL 

Plaster Base and 
veneer plaster 
surface 

SA-922 


2-hour rated partitions DRYWALL METAL-FRAMED ASSEMBLIES 


14 

53 

■ Ti 

4 i/," 1 

; _l 

\ 


Cavity Area Separation Wall—H" SHEETROCK W/R 
( FIRECODE "C” gypsum panels—1" USG gypsum liner 

7 panels set betw USG stl T-studs 24" o.c.—RC-1 
? chan 24" o.c. screw att to side opp liner panels— VA" 

2 THERMAFIBER sound atten blkts—single layer 
panels ea side appl vert & screw att—joints stag on 
opp sides & fin-peri m caulked— est (f) — BBN-730621 (s) 


SA-924 

15 

51 

' "Ti 

4‘/," 

j -L 

V 

^ 0 rf n n'ft ^ 

vt. 11 flim. ht. 14T 

Cavity Shaft Wall Gypsum Drywall— 2 layers Vs" 
SHEETROCK FIRECODE “C” gypsum panels one side 
i -1" USG shaft wall liner panels set betw USG stl 
T-studs 24" o.c.—RC-1 chan spaced 24" o.c.— VA" 
THERMAFIBER sound atten blkts—panels & RC-1 
chan screw att to side opp liner panels—base layer 
appl horiz—face layer appl vert—joints fin— U of C 
2-8-72 (f)—BBN-711113 (s) 

Fire rating also applies 
with IMPERIAL 

FIRECODE “C” Base and 
veneer plaster surface 

SA-922 

16 

45(1) 

54(1) 

57(3) 

“ 

10! 

M 

•' £ Solid Area Separation Wall— Vs" SHEETROCK 

FIRECODE “C" gypsum panels—two 1" gypsum liner 
panels set betw USG stl H-studs 24" o.c.—2x3 16" 

/: " ' o.c. ea side on 2x3 plates 1" from liner panels— 

' gypsum panels att with VA" Type W screws 12" o.c.— 

BBN-730103 based on 2" 
THERMAFIBER sound 
atten. blkts. in one cavity. 
BBN-730102 based on 2" 
insul. blkts. in both 
cavities 

SA-924 

- 7 joints stag & fin—perim caulked— est (t)—(1) BBN- 

Y 730104 (s)—(2) BBN-730103 (s)-(3) BBN-730102 (s) 


wt. 16 lim. ht. 10' 

17 

N/A 


■ . .....Cavity Shaft Wall Gypsum Drywall- 5 / 8 " SHEETROCK 

t 1 'T : — FIRECODE “C” gypsum panels-1" USG shaft wall 

: • • •: liner panels set betw USG stl T-studs 24" o.c.— 

1 -A’ 1 " single layer panels ea side appl vert & screw att- 

wt. 10 flim. ht. 14'3" ft™* 7 st ff. 7 ° 4 n (f ° pp sides & ,in u of c 7 ' 14 ' 71 (f) “ 

Fire.rating also applies 
with IMPERIAL Plaster 

Base and veneer 
plaster surface 

SA-922 

18 

44 

Cavity Area Separation Wall- 5 / 8 " SHEETROCK W/R 

Q . | | FIRECODE “C” gypsum panels—1" USG gypsum liner 

■ hjr 1 ~ v.-— . - panels set betw USG stl T-studs 24" o.c.—single 

1 •; "~ iw \ : . layer panels ea side appl vert & screw att—joints 

wt in lim ht li' stag on opp side & fin—perim caulked— U of C 

7-14-71 (f) — TL-71-21 (s) 

TL-71-21 based on 

1" THERMAFIBER sound 
atten. blkts. in cavity 

SA-924 

19 

38 

wt. 13 flim. 

Solid Shaft Wall Gypsum Drywall—2 layers Vi" 

IT .. ~ corebd set betw USG stl H-studs 24" o.c.—panels 

“V \ ~ appl vert with joints stag—base layer screw att—face 

ht. Id b layer lamin & screw att—joints fin — T-4481-OSU (f) 

— TL-68-78 (s) 

Fire rating also applies 
with IMPERIAL Plaster 
surface; sound test 
based on Vs" thick 
gypsum panels 

SA-922 

20 

44(1) 

39(2) 

Cavity Shaft Wall Gypsum Drywall— 2 layers Vs" 
~T .'.r • SHEETROCK FIRECODE “C” gypsum panels one side 

33/" fnTTTTTwrWH'' "li'nnnrr'arjrpr'T —1" USG shaft wall liner panels set betw USG stl 

J .i.i.>, < i.u,L. J w wu.v^u.u>. T-studs 24" o.c.—panels appl to side opp liner panels 

' ' ■■■ ■ 1 — * & screw att-base layer appl horiz—face layer appl 

wt. 10 t*im. ht. 14'3 vert-joints fin — U of C 8-18-70 (f) — U of C 7-19-71 (f) 

-(1) TL-71-21 (s) — (2) TL-70-270 (s) 

Fire rating also applies 
with IMPERIAL Plaster 

Base and veneer plaster 
surface. TL-71-21 based on 
same constr. with 1" 
blankets in cavity 

SA-922 

21 

52(1) 

45(2) 

—j—... ......... Met Stud-2 layers Vi" SHEETROCK FIRECODE “C" 

1 gypsum panels ea side—2" USG studs 24" o.c.— 

V P anels a PPl vert & screw att-l 1 ^" THERMAFIBER 

1 sound atten blkts—perim caulked— est (0—(1) TL- 

wt. 9 flim! ht lOT 69-159 (s)-( 2 ) TL -69-155(s) 

TL-69-155 based on same 
construction without 
blankets 

SA-923 


t Based on load of 5 psf; deflection limited to L/240. See System Folder for additional limiting height details. 
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partitions 



STC rating 


11-f 16-f 


55(1) 54(1) 

54(2) 53(3) 


physical data 


construction detail 

description & test no. 

Met Stud-2 layers 14" SHEETROCK FIRECODE 44 C” 


W 

5 5 /g' 

L 


m 


wt. 10 


flint ht. 11'6' 

(21/2"), wr (35/8") 


o.c.-l", IW' or 2" THERMAFIBER sound atten blkts 
stapled—panels appl vert & joints stag—base layer 
screw att—face layer strip lamin or screw att—joints 
fin—perimeter caulked —UL Des U412 (f)— (1) Field 
Test KSO-109006-a (s)-(2) (s)-(3) 

C K-654-40 (s) 


comments 


Best value of drywall 
metal stud party walls in 
50-54 STC range. CK-654- 
40 based on screw- 
attached face layer 


folder 

reference 


22 


SA-923 


T 5 

12 ' 


wt. 11 


55 


flim. ht. 16'6' 
(24' lim. width) 


Met Stud Chase Wall-2 layers W SHEETROCK 
FI RECODE 44 C” gypsum panels ea side-l 5 /g" USG 
studs 24" o.c. in 2 rows spaced 6%" apart—gyp¬ 
sum panel gussets spanning chase att to studs at 
qtr points —panels appl vert & screw att — 114" 
THERMAFIBER sound atten blkts one side—joints 
stag & fin—perimeter caulked— est (f)—USG-134- 


FT 


f (s) 


SA-923 


23 


24 


25 


26 


27 


52(1) 

50(2) 52(2) 

— 



wt. 8 flim. ht. 14'9' 


Met Stud—SHEETROCK FIRECODE gypsum 
panels—3%" USG studs 24" o.c.—2 layers—base 
layer W USG min fiber sound dead bd ea side screw 
att—face layer panels lamin & screw att—joints stag 
& fin—perimeter caulked— est (0— (1) USG-103-FT- 
G&H (s)— (2) Field Test KSO-109006-b (s) 


SA-923 


Wt. 11 


(T) thickn 5', 6 / 3 ' 
flim. ht. 11 ' 6 ' 
(2/z') 14'9' (3 5 /g') 


46 


Met Stud-2 layers 5 /g" SHEETROCK FIRECODE gyp¬ 
sum panels plain or vinyl faced vert appl ea side- 
214" or 3 5 /g" USG studs 24" o.c.-base layer screw att 
—face layer lamin or screw att—joints fin or unfin— 
perimeter caulked—UL Des U411 (f) —TL-60-113 (s) 


Excellent for corridors 


SA-923 


"/* 


wt. 9 


(T) thickn 3 5 / 8 ' 
flim. ht. 9'3' 


Met Stud-2 layers W SHEETROCK FIRECODE “C” 
gypsum panels—1H" USG studs 24" o.c.—2 layers ea 
side vert appl & screw att—joints fin— U of C 6-15-65 (f) 


Most economical 2-hour 
metal stud drywall 
partition 


SA-923 




DRYWALL DEMOUNTABLE ASSEMBLY 



Mov ULTRAWALL Partn-concealed 44 H” studs 24" 

1 j/»PfMK m Wj)(i (ITKmnnriT o.c.-lV$" THERMAFIBER sound atten blkts-%"x 

1 ^My MMv-m y 24 " bevel edge panels one side—double layer opp 

1 ^ ...... . s j de w j t ^ 2-Splines betw layers—joints unfin— 

50 wt. 12 lim ht 12' perim caulked—painted— UL DesU416(f)—TL-70-198(s) 

Ideal choice for 
maximum sound isolation 

S A-1020 



DRYWALL WOOD-FRAMED ASSEMBLIES 

~ ___ 



N/A 


6 l /s' 

L 


]Al 


W/R FIRECODE 44 C” gypsum panels—2x4 16" o.c.- 
base layer 6d nails 6" o.c.—face layer lamin or nailed 
to base—joints fin— UL Des U301 (f) 


Basic 2-hour 
partition construction 


SA-924 


wt. 12 


28 


29 


30 


31 



Wd Stud-2 layers %” SHEETROCK FIRECODE “C” 
gypsum panels ea side —2x4 16" o.c. — 2" 
THERMAFIBER sound atten blkts—RC-1 chan one 
side spaced 24" o.c.—resil side screw att—opp side 
nail att—both base layers appl vert and face layers 
appl horiz—base layers perim caulked—joints fin— 
T-4799-OSU (f) 


SA-924 


Wd Stud-2 layers / 2 " SHEETROCK FIRECODE 44 C” 

f ypsum panels ea side —2x4 16" o.c. — 3" 
HERMAFIBER ins blkts—RC-1 chan one side spaced 
24" o.c.—resil side screw att—opp side nail att— 
both base layers appl vert and face layers appl horiz 
—base layers perim caulked—joints fin— est (f)— 
(1) TL-67-239 (s)—(2) TL-67-212(s) 


Excellent sound 
control for party walls. 
TL-67-212 based on 
same construction 
without blankets 


SA-924 


56(1) 

51(2) 


103 / 4 ' 


Wd Stud-2 layers 5 /g" SHEETROCK FIRECODE 44 C” 
gypsum panels—2 rows 2x4 16" o.c. on sep plates 1" 

apart—base layer att with 6d ctd nails 16" o.c.—face USG-710120 based on 

layer att with 7d ctd nails 7" o.c.—perim caulked— 314" thick blankets 

joints fin— est(f)—(1) USG-710120(s)-(2)TL-69-214(s) in one cavity 


SA-924 


wt. 13 


47 


814 " 


wt. 13 


Stag Wd Stud-2 layers 5 /g" SHEETROCK FIRECODE 
4< C” gypsum panels—2x4 16" o.c. on 2x6 com plate 
—base layer att with 6d ctd nails 6" o.c.—face layer 
att with 8d ctd nails 8" o.c.—perim caulked—joints 
fin-est (f)—TL-69-211 (s) 


32 


SA-924 


t Based on load of 5 psf; deflection limited to L/240. See System Folder for additional limiting height details. 
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partitions 



STC rating 

physical data 

construction detail description & test no. 

comments 

folder 

reference 

11 -f 

16-f 

PLASTERED METAL-FRAMED ASSEMI 

BLIES 



33 

53 

~T v,, .Met Stud—2 layers V*" IMPERIAL FIRECODE plaster 

' - base & veneer plaster—2V4" USG studs 24" o.c.—pi 

f 4 ' 4 J i f\i\ !\;;\! \i \j i fli - \: • i > / '•! \ : \ i \ ! base appl vert & joints stag—pi base screw att—Ms" 

1 . IMPERIAL plaster—perimeter caulked—UL Des U303 

it i0 . jlim. ht.14'9' . <0-GK 654-66 (s) 

CK-654-66 based on 
assembly with 1 " 
THERMAFIBER sound 
atten. blankets 

SA-912 

S 

CO 

Met Stud-2 layers 5 /s" IMPERIAL FIRECODE plaster 
wt 1? CD thirkn VA* WA" base & veneer plaster-2^" or 3 5 / 8 " USG studs 24" 

w ‘ Li xis-XiX ij53r 1 /8 o.c.—base layer screw att-face layer lamin or screw 

att—joints taped-Me" IMPERIAL plaster-UL Des 

( 2‘/2 ), 18 3 (3HO U411 (0 — TL-63-177 (s) 

Sound test based on strip- 
laminated face layer. Field 
test includes 2 caulked 
outlets each side 

SA-912 

35 

52(1) 

48(2) 

49(2) 

t . . if ... Met Stud-2 layers W IMPERIAL FIRECODE “C” 

] iiiOiiikiUiiiMM Ilu Pl«rt«; ba*e £laster-254' or 354" USG 

wt in fn thirkn 43 /" wi/S stapled one side-pl base appl vert & joint stag- 
wi. iu v i ) uii^n , 3/8 base | a y er screw att—face layer strip lamin or screw 

Jlim. ht. 14 9 att—joints taped—Me" IMPERIAL plaster—perim- 

(2V**) 18'3" (3%*) eter caulked-UL Des U412 (f)-(l) USG-127-FT-G&H 
(s)—(2) Field Test KSO-1090072-a (s) 

Excellent for corridors; 
sound performance based 
on perimeter caulking 

SA-912 

36 N/A 


- t _ Stl Stud-Metal Lath & Plaster-2tt" TRUSSTEEL 

41 /* studs 16" o.c.—3.4# dm met lath —54" 100:1 gypsum 

wood fiber sand plaster— UL-R4024-9-10 (f) 

wt. 17 lim. ht. 15' 

Excellent fire 
performance; highly 
abrasion resistant 

SA-914 


PLASTERED WOOD-FRAMED ASSEMBLY 


4 

N/A 

. 

t Wd Stud 2 layers 5 /g" IMPERIAL FIRECODE “C” 

plaster base & Me" IMPERIAL veneer plaster both 
0 u* sides—2x416" o.c.—base layer 6 d nails 6 " o.c.—face 

1 layer lamin or nailed to base—joints taped— UL Des 

1 .U301 (f) 

wt. 12 

Basic 2-hour 
partition construction 

SA-913 

1-hour rated partitions plastered masonry assemblies 

N/A 


-Gypsum Tile-2" solid or 3" hoi PYROBAR-un- 

-* -- * plastered-BMS-92 table 24(f) 

2 " 3 

* wt. 11 lim. ht. 13' 

_ 

For col. fireprfg., short 
runs & vent shafts only 

SA-405 


PLASTERED METAL-FRAMED ASSEMBLIES 


39 49(1) 

47(3) 


52(2) 

46(3) 



wt. 14 lim. ht. 10' 


Stl Stud—Resil Gypsum Lath & Plaster—3V4" 
TRUSSTEEL Studs 16" o.c.-IVS" THERMAFIBER 
sound atten blkts—TR-1 clips one side & TL-1 clips 
opp side-%" ROCKLATH—VS" 100:2-100:2 gypsum 
sand plaster—perimeter caulked— est (f) — (1) USG- 
125-FT-G&H (s)-(2) CK-664-38(s)-(3) Field Test KSO- 
1090072-b (s) 


2 caulked outlets on each 
side in field test 


SA-915 


40 


41 


42 


43 


4 %* 


48(1) 

36(2) 


wt. 7 Jlim. ht. 9'6" 


Stl Stud-Resil VS" IMPERIAL FIRECODE "C” 
plaster base & veneer plaster— 2VS" TRUSSTEEL 
studs 24" o.c.-RC-l chan both sides spaced 16" o.c. 
att with V4" Type T pan head screws—pi base att 
with 1" Type S screws-Me" IMPERIAL plaster- 
joints taped— T-4831-OSU (f)-(l) TL-69-278 (s)-(2) 
“ -69-288 (s) 




TL-69-278 based on 
assembly with 1VS" 
THERMAFIBER sound 
attenuation blankets 


SA-915 


: -ym 


47 


w 

Lwm 


X 


wt. 16 lim. ht. 10' 


Stl Stud-Resil Metal Lath & Plaster-2VS" 
TRUSSTEEL studs 16" o.c.—one side #400 resil clips 
& pencil rods—opp side direct with SUPER-TITE 
clips—3.4#dm met lath—H" 100:2-100:3gypsum sand 
plaster—perimeter caulked— est (f) TL-68-32 (s) 


Erection speeded by 
clip attachment 


“P 


46 


wt. 12 lim. ht. 10' 


Stl Stud-Resil Gypsum Lath & Plaster-2 1 /*" 
TRUSSTEEL studs 16" o.c.—TR-1 clips one side & 
TL-1 clips opp side—H" ROCKLATH—V*" 100:2 gyp¬ 
sum sand plaster—perimeter caulked— est (f)—TL- 
69-14 (s) 


SA-914 


SA-915 


-f- Met Stud-1 layer V*" IMPERIAL FIRECODE “C” 

I ^ plaster base & veneer plaster—3%" USG studs—pi 

I 4 3 / 4 " base screw att-lVfc" THERMAFIBER sound atten 

I uSWiui i , u .lQ£ll.k k ivU.iOUii bjkts stapled one side-joints stag & tape^Vfc* 

IMPERIAL plaster—perimeter caulked— T-3124-OSU 
wt. 8 Jlim. ht. 14'3" (f)-CK-664-l (s) 


Fire test based on 
assembly with 2V*" 
studs, without blkts. 
Stud spacing at 16" 
o.c. recommended 


SA-912 


t Based on load of 5 psf and studs 16' o.c.; deflection limited to L/360. See System Folder for additional limiting height details. 
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partitions 


STC rating 

physical data 

construction detail description & test no. 

comments 

folder 

reference 

11-f 

16-f 

41 


T- stl Stud-GvDSum Lath & Plaster-2V*" TRUSSTEEL 

Record of proven 
performance 

SA-915 

w ] 

studs 16"o.c.—%" ROCKLATH—V^" 100:2-100:2 gyp¬ 
sum sand plaster—est (f)—TL-58-7 (s) 

wt. 13 lim. ht. 15' 

41 


Stl Stud-Metal Lath & Plaster-SV*" TRUSSTEEL 
studs 16" O.C.-3.4# dm met lath- 3 / 4 " 100:2-100:2 
wt. 16 lim. ht. 2T gypsum sand plaster—BMS-92 table 31 (f)—NBS-229 

> CAA /rA 

Standard steel stud 
partition 

SA-914 

1 . •.•."•.•.v.-.-- ■ r44 (S; 

1 

l . 


N/A 


Stl Stud-Metal Lath & Plaster-3*/4" TRUSSTEEL 

n#4r 1C// a _O AM rim mnf Ufk rl■ off miffi 

Erection speeded by 
clip attachment 

SA-914 

—I—aiuuo xu w.u. J.tf uiii mci mm uncu an nun 

wt 16 lim ht 21' SUPER-TITE clips—%" 100:2-100:2 gypsum sand 

plaster—T-4228-OSU (f) 


45 


46 


PLASTERED WOOD-FRAMED ASSEMBLIES 



50(2) 49(1) 


wt. 8 


WdStud—Resil 5 /s" IMPERIAL FIRECODE “C” plaster 
base & veneer plaster —2x4 16" o.c. — 3" 
THERMAFIBER ins blkts—RC-1 chan one side 
spaced 24" o.c.—pi base att with 1" Type S screws— 
opp side att direct with 1V4" Type W screws—Me" 
IMPERIAL plaster both sides—perimeter caulked— 
UL Des U311 (f)-(l) CK-664-4 (s)-(2) USG-lll-FT 
G&H (s) 


Good sound isolation 
combined with highly 
abrasion-resistant 
surface. CK-664-4 based 
on x /i" plaster base 


SA-913 


47 


48 


49 


wt. 7 



N/A 


wt. 7 


Wd Stud—Vi" IMPERIAL FI RECODE “C” plaster base 
att direct & veneer plaster—2x4 16" o.c.—pi base 
nailed 7" o.c. 6d nails—Me" IMPERIAL plaster- 
joints taped— U of C 10-27-64 (f) 


Excellent surface 
hardness and abrasion 
resistance 


SA-913 


Wd Stud—%" IMPERIAL FIRECODE “C” plaster base 
& veneer plaster—2x416" o.c.—pi base nailed 7" o.c. 
1%" cem ctd nails-Me" IMPERIAL plaster both sides 
—joints taped—UL Des U305 (f) 


SA-913 


w 


53 


).U U UL 


: .• — Wd Stud—Resil IMPERIAL plaster base & veneer 

mtUmmm plaster—2x416" o.c.—2 layers pi base one side screw 
T 1 Pi OTl Y' att & lamin—single layer opp side screw att to RC-1 

OAff Off TUt DUD AriDTD U 11, t ^ 


! ; i 1 i \ ! \ . 
yxzM-M 


Wt. 11 


chan spaced 24" o.c.-3" THERMAFIBER ins blkts— 
—Me" IMPERIAL plaster both sides—perimeter 
caulked—est (f)—C K-654-38 (s) 


50 


SA-913 


DRYWALL METAL-FRAMED ASSEMBLIES 


53 


t 2 

3 5 / a " 


XE 


wt. 9 flim. ht. 9'3" 


Met Stud—2 layers Vi" SHEETROCK gypsum panels 
ea side—1H" USG studs 24" o.c.—panels appl vert & 
screw att—joints stag & fin—perimeter caulked— 

U of C 9-21-64 (f)-CK-654-40 (s) 


Sound test based on 
2Vi" studs & lVi" 
sound atten. blankets 
in cavity 


SA-923 


51 


52 


55(1) 

53(2) 


4vr 


*.. .r~ 


'Tfmnn nPiFTT? 

mmm 


wt. 7 tlim. ht. 11'6' 


Met Stud—Vi" SHEETROCK FIRECODE gypsum 
panels—2Vi" USG studs24"o.c.-lVi"THERMAFIBER 
sound atten blkts—2 layer —base layer Vi" 
SHEETROCK panels screw att—Vi" face layer screw 
att—joints fin—perimeter caulked— est (0—(1) CK- 
684-14 (s)— (2) C K-684-13 (s) 


CK-684-13 based on 
Vi" thick panels 


SA-923 


50 


5 Vi* 


E 11 MW 


jnrtnn 

yOuu* 


wt. 8 lim. ht. 15'3" 


Met Stud-Vi" SHEETROCK FIRECODE I4 C” gypsum 
panels—3Vi" USG studs 24" o.c.—single layer panels 
one side appl vert & screw att—2" THERMAFIBER 
sound atten blkts one side—2 layers opp side—panels 
appl vert & screw att—joints stag & fin—perim 
caulked— est (f)—USG-241-ST-G&H (s) 


53 


SA-923 


50(1) 

49(2) 

41(3) 

51(4) 


4" non no none 




wt. 7 flim. ht. 12T 


Met Stud-Vi" SHEETROCK FIRECODE “C” gypsum 
panels—2Vi" USG studs 24" o.c.—single layer panels 
one side appl vert & screw att—lVi" THERMAFIBER 
sound atten blkts one side—2 layers opp side- 
panels appl vert & screw att—joints stag & fin- 
perimeter caulked— est (f)—(1) BBN-711005 (s)—(2) 
TL-69-153 (s)—(3) TL-69-148 (s)-(4) BBN-700726 (s) 


BBN-711005 based on 
lamin. face layer. TL-69- 
148 based on same con¬ 
struction without blkts. 
BBN-70026 based on 2Vi" 
thick foil-faced blkts. 


SA-923 


54 


55 


N/A 


wt. 12 flim. ht. 15'6" 


Solid Shaft Wall Gypsum Drywall-Vi" SHEETROCK 
gypsum panels—2" USG lamin corebd set betw USG 
stl H-studs 24" o.c.—single layer panels one side 
appl vert & screw att—joints fin— T-4422-OSU (f) 


Fire rating also applies 
with IMPERIAL Plaster 
Base and veneer plaster 
surface 


SA-922 


t Based on load of 5 psf; deflection limited to L/240. See System Folder for additional limiting height details. 
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partitions 


a 


STC rating 

physical data 
construction detail 



folder 

11 -f 16-f 

description & test no. 

comments 

reference 

1-hour rated partitions 

DRYWALL METAL-FRAMED ASSEMBLIES (continued) 



56 

48(1) 

45(2) 

wt. 5 flim. 

3Vi" ’ - ij 

wt. 5 t*im. 

Met Stud—Vi" SHEETROCK FIRECODE “C” gypsum 
panels—2Vi" USG studs 24" o.c.—single layer panels 
ea side appl vert & screw att—lVi" THERMAFIBER 
it 13'3" sound atten blkts one side—joints fin—perimeter 

.. caulked—T-3362-OSU (f)-(l) TL-65-158 (s)-(2) TL- 
. “ 69-42 (s) 

TL-65-158 based on 3 5 / 8 " 
studs & 1" blankets 

SA-923 

57 

45(1) 

39(2) 

Met Stud-Vi" SHEETROCK FIRECODE “C” gypsum 
it l panels—3" USG studs 24" o.c.—single layer panels 

vert appl & screw att-IVi" THERMAFIBER sound 
atten blkts—joints fin—perimeter caulked—est (f)— 

(1) BBN-710310 (s>—(2) BBN-710305(s) 

BBN-710305 based on 
same construction 
without blankets 

SA-923 

58 

42 


wt. 6 flim. 1 

t 

W 

2W 

1 _J_ 

wt. 5 t**m. 1 

MetStud—%" SHEETROCK FI RECODE gypsum panels 
ht irvr' — 3Vi" USG studs 24" o.c.—single layer panels vert 

or horiz appl & screw att 12" o.c.—joints fin— 

, . perimeter caulked—T-1174-OSU (f)— GA-WP-45-1 hr 
(f)—USG-17-FT-G&H (s) 

Basic 1-hr. corridor—fire 
tests based on screws 8" 
o.c. at vert, joints—WP-45 
based on horiz. appl. 

SA-923 

59 

38 


... ..... MetStud—H" SHEETROCK FI RECODE gypsum panels 

— 1 S A" USG studs 24" o.c.—single layer panels vert 
appl & screw att 12" o.c.—joints fin—perimeter 
caulked—U of C 7-31-62 (f) TL-64-29 (s) 

Min. 1-hr. drywall 
partn.—fire test based 
on screws 8" o.c. at 
vertical joints 

SA-923 

DRYWALL DEMOUNTABLE ASSEMBLIES 

60 

49 

Mov Demountable Partn—Vi" vinyl faced TEXTONE 
FIRECODE “C” gypsum panels & battens screw att— 
2 1 / 2 " USG met studs 24" o.c.-2" THERMAFIBER 

wt. 6 lim. ht. 12' sound atten blkts-UL Des U406 (O-TL-63-127 (s) 

— I 

Low cost—only 
metal stud movable 
partn. with high sound 
& fire rating 

S A-1030 

61 

N/A 

1 wmmmm Mov Demountable Partn—Mt"SHEETROCKFIRECODE 

1 H ).[ )l / Jl > “C” gypsum panels & battens 48" o.c.—panels screw 

wt 6 lim ht 12' att at joints & adhesively att to alt studs—2Vi" USG 

met studs 24" O.C.-2" THERMAFIBER sound atten 
blkts-U of C 7-27-70 (f) 


S A-1030 


62 


63 


64 


65 


66 



,,,,, 3tt" 

42(1) * •-••^7——^ 

4 7(2) w, 7 " ImT 

r Mov ULTRAWALL Partn-concealed “H” studs24" or 

30" o.c.- 3 / 4 "x24" or 30" bevel edge ULTRAWALL 
gypsum panels—joints unfin—U of C 8-18-67 (f)— 

7 U of C 7-23-69(0 — (1) B B N-701008 <s)—(2) BBIM-701216(s) 

Variety of style combinations. 
BBN-701216 based on 
same construction with 

1" sound atten. blkts. 

SA-1020 


Mov VAUGHAN WALLS pre-chased sound wall-spec 
* 5 /s" USG gypsum face panels lamin to 3 / 8 " gypsum 

3 y.:y , • base layer panels—Vi" gypsum core strips placed 

— ■ t 0 f orm panel joints—2 rows VA" thick—alum trim 

45 wt. 10 lim. ht. 12' -U of C 8-12-68 (f)—WEAL 67-131 (s) 

Tenant wall with 
excellent space-saving 
features 

SA-1040 


—*— Mov VAUGHAN WALLS pre-chased partn-spec 5 / 8 " 

2 l / 4 " ! / • ~~: [' USG gypsum face panels lamin to spec 1" gypsum 

—f— core stripsplaced to form panel joints—Uof C11-1-66 

37 wt. 7 lim. ht. 12' (O-WL-73-59160 (s) 

Aluminum ceiling 
and floor runners. 

Excellent corridor 
or tenant partition 

SA-1040 

DRYWALL LAMINATED ASSEMBLIES 


37 

x.-,:--., VAUGHAN WALLS chase wall fixed partn- 5 / 8 " 

1 2!4" : 1 : ‘ ‘ ‘ “1 SHEETROCK evDsum face panels lamin to spec 1" 

—i— 1 gypsum core strips at vert joints—U of C 8-6-71 (f)— 

wt. 7 lim. ht. 14' WL-73-59160(s) 


SA-1040 


45 

VAUGHAN WALLS sound wall fixed partn—two rows 

t T . fr %" SHEETROCK gypsum face panels lamin & stapled 

3%"Tit? rrmW* . . L -.. . to spec 1" gypsum core strips at vert joints—neo- 

1 - prene isolators & 1" insul blkts in cavity-est (0- 

w^S lim. ht. 12' . WEAL 72-148 (s) 

1 


SA-1040 


DRYWALL WOOD-FRAMED ASSEMBLIES 



53(1) 

45(2) 

Wd Stud-Vi" SHEETROCK FIRECODE "C” gypsum 
t n panels—2x4 16" o.c.—2 layer—base layer H" 

SHEETROCK gypsum panels appl vert with 4d ctd 

221-ST based on 5 / 8 " 
lamin. face layers & 

1V6" THERMAFIBER 
sound atten. blkts. 

SA-924 

ry\„ & fin—perimeter caulked— est (0—(1) USG-221-ST- 

G&H (s) —(2) TL-69-52 (s) 

38 


7 Wd Stud—2 layers %" SHEETROCK gypsum panels 

lamin & nailed—2x4 16" o.c.—joints fin—T-118-48- 
OSU (f)—TL-57-14 (s) 


SA-924 


tBased on load of 5 psf; deflection limited to L/240. See System Folder for additional limiting height details. 
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STC rating 

physical data 



folder 

11 -f 16-f 

construction detail 

description & test no. 

comments 

reference 



Wd Stud—Resil%" SHEETROCK FIRECODE “C”gyp- 

sum panels—2x4 16" or 24" o.c.—3" THERMAFIBER 

ins blkts—RC-1 chan one side spaced 24" o.c.— 

panels att with 1" type S screws—opp side direct att Best value of wood 

with IYa" Type W screws—joints fin—perimeter stud dry wall 

caulked—UL Des U311 (f)-USG-33-FT-G&H (s) party walls SA-924 


Stag Wd Stud— 5 / 8 " SHEETROCK FIRECODE gypsum 

panels—2x316" o.c.—2x3 plates 1" apart—panels att Best value in 50 STC 

with 1 Va" Type W screwsl6" o.c.—2" THERMAFIBER range for this type of 

sound atten blkts one side—perim caulked—est(f)— party wall. 155-FT based 

(1) USG-106-FT-G&H (s)-(2) USG-155-FT-G&H (s) on 2x6 plate SA-924 

. 


wt. 8 



34(2) 


46(1) 


wt. 7 


Wd Stud—H" SHEETROCK FIRECODE or W/R UL Des U314 based on 

FIRECODE “C” gypsum panels-2x416" or 24" o.c.— 24" stud spacing. BBN test 

panels nailed 7" o.c.—1%" cem ctd nails—joints fin includes 3" insul. blankets. 

-perim caulked-UL Des U305 (f)— UL Des U314 (0- USG-30-FT based on 16" 

(1) BBN-700725 (s)-(2) USG-30-FT-G&H (s) stud spacing SA-924 


Wd Stud-Resil 5 /s" SHEETROCK FIRECODE gypsum 



panels—2x4 16" o.c.—RC-1 chan both sides spaced 

horiz 24" o.c. att with 6d nails—panels att with 1" Fully resilient 

Type S screws—joints fin—perimeter caulked—T- 1-hr. fire-rated 

1396-OSU (f)—TL-60-52 (s) party wall SA-924 


Stag Wd Stud—H" SHEETROCK FIRECODE “C” 
gypsum panels—2x4 16" o.c. on 2x6 com plate- 
panels att with 6d ctd nails 7" o.c.—2" THERMAFIBER 
sound atten blkts one side—perim caulked—joints 

fin-est (f)—TL-69-213 (s) SA-924 


_ 


69 


70 


71 


72 


73 


45-min. rated partition 

N/A 


Y / 

< 

wt. 6 


DRYWALL WOOD-FRAMED ASSEMBLY 

Wd Stud—!4" SHEETROCK FIRECODE “C” gypsum 
panels—2x416" o.c.—panels nailed 7" o.c.—1%" cem 

ctd nails—joints fin—UL Des U317 (f) SA-924 


74 


other partitions DRYWALL DEMOUNTABLE ASSEMBLIES 


f-H CM 

99 

~r - Mov ULTRAWALL Partn-concealed "T” studs both 

V/.* ^no^nnnorrrfononnnaon Sides 24" o.c.- 3 /i"x24" bevel edge ULTRAWALL 
% 8 0Uv ^ v> gypsum panels-l&" THERMAFIBER sound atten TL-70-252 based on 

,. 10/ blkts-joints stag & unfin-perim caulked— N/A (f)— same construction 

wt. 8 lim. ht. 12 (i) TL-70-251 (s)-(2) TL-70-252 (s) without blankets 

75 

SA-1020 

42 


wt. 5.5 lim. ht. 

r '... •• . Mov Demountable Partn— Vi” vinyl faced TEXTONE 

FIRECODE gypsum panels & battens screw att— Same as No. 60 without 

2V," USG met studs 24" o.c.-N/A ffi-TL-63-126 (s) blkts.-note STC difference 

. . 

12' 

S A-1030 yg 


UNITED STATES GYPSUM 
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kl 


STC 

rating 


physical data 
construction detail 


description & test no. 


comments 


folder 

reference 


acoustical and air distributing ceilings 

4-hour rated ceilings MINERAL FIBER SURFACES 





AURATONE FIRECODE 5 / 8 "x24"x48" acoust clg panels 
in Susp Exp Grid Syst-clg interrupted—light fixt 
prot by VA" THERMAFIBER min wool bd-2*/ 2 " cone 

Includes 4-hr. unrestrained 
beam. See Sound Control 
Ceilings Folder forSTC 
values of variouspatterns 

40 

to 




44f 

221/2 

1 

j_/ y 

on cellular stl fir— UL Des D206 (f) 









^ l 





clg wt. 1.2 




SA-905 


3-hour rated ceilings MINERAL FIBER SURFACES 


40 

to 

44 



ACOUSTONE 180 3 / 4 "xl2"xl2" min acoust tile on 
Concealed Z-Spline Syst—2 1 / 2 " cone deck over bar 

.. s G017 (f) 


joist—UL Des < 


clg wt. 1.3 


SA-905 


40 

to 

3 44t 



AURATONE FIRECODE 5 / 8 "x24"x24"or24"x48"acoust 
clg panels in Susp Exp Grid Syst-clg interrupted- 
light fixt prot by VA " THERMAFIBER min wool bd— 
2Va" cone on cellular stl fir over stl beam— UL Des 

D207 (f) 


clg wt. 1.2 


Includes 3-hr. unrestrained 
beam. See Sound Control 
Ceilings Folder for STC 
values of various patterns 


SA-905 



AURATONE FI RECODE %"x24"x48" acoust clg panels 
in Susp Exp Grid Syst-clg interrupted-light fixt 
prot by 1 Ya" THERMAFIBER min wool bd— IVi" cone 
on cellular stl fir— UL Des A207 (f) 


clg wt. 1.2 


Includes4-hr. unrestrained 
beam. See Sound Control 
Ceilings Folder for STC 
values of various patterns 


SA-905 


40 

to 

44f 



AURATONE FI RECODE 3 / 4 "xl2"xl2" acoust clg tile on 
Concealed Z-Spline Syst-clg interrupted-light fixt 
prot by VA" THERMAFIBER min wool bd-2/2" cone 
on cellular stl flrj— UL Des A009 (f) 


clg wt. 1.2 


Includes 4-hr. unrestrained 
beam. See Sound Control 
Ceilings Folder for STC 
values of variouspatterns 


SA-905 


2-hour rated ceilings MINERAL FIBER SURFACES 


40 

to 

44f 


40 

to 

44t 



AURATONE FIRECODE 5 / 8 "x24"x48" or 24"x24" 
acoust clg panels in Susp Exp Grid Syst—clg inter¬ 
rupted-light fixt prot by VA" THERMAFIBER min 
wool bd—2 V4" cone deck on riblath over bar joist— 

UL Des G211 (f)-UL Des G227 (f)-UL Des G251 (f) 


clg wt. 1.2 


UL Des G227 is Shadow 
Line System and includes 
4-hr. unrestrained beam. 
UL Des G251 includes only 
s / 8 " x 24" x 48" panels 


SA-905 



AURATONE FIRECODE 5 / 8 "x24"x48" or24"x24" acoust 
clg panels in Susp Exp Grid Syst-clg interrupted- 
light fixt prot by VA " THERMAFIBER min wool bd- 
2 " prestressed cone units with 6" deep stems48" o.c.J 
-UL Des J202 (f) 


SA-905 


clg. wt. 1.2 


fBased on 11-freq. 

JAIRSON Air Distribution Products may be substituted. 
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ceilings 




40 

to 

44f 


physical data 
construction detail 


description & test no. 



AURATONE FIRECODE 5 / 8 "xl2"xl2" acoust clg tile on 
Concealed Z-Spline Syst-clg interrupted—light fixt 
prot by VA" min wool bd— 2Vz" cone deck on riblath 
over bar joistt— UL Des G019 (f) 


clg wt. 1.2 


comments 


See Sound Control 
Ceilings Folder for 
STC values of 
various patterns 


folder 

reference 


SA-905 


40 

to 

44f 



AURATONE FIRECODE %"x24"x48" acoust clgpanels 
in Susp Exp Grid Syst-clg interrupted-light fixt 
prot by 1H" THERMAFIBER min wool bd-2" 
PYROFILL gypsum cone roof deck with W' 
SHEETROCK formbd over bar joistt— UL Des P207 (f) 


See Sound Control 
Ceilings Folder for 
STC values of 
various patterns 


SA-305 

SA-905 


clg wt. 1.2 


40 

to 

44f 



AURATONE FIRECODE 5 / 8 "x24"x24" to 30"x60" or 
20 // x60" acoust clg panels in Susp Exp Grid Syst—clg 
interrupted—light fixt prot by 1 l A" THERMAFIBER 
min wool bd— 2Vz" cone deck on riblath over bar 
joistt— UL Des G231 (f) 


Broad fire rating 
approval permits up to 
30"x60" panels. Includes 
3-hr. unrestrained beam 


SA-905 


10 


clg wt. 1.2 


49 



USG Floor Plank and AURATONE FIRECODE Ceiling 
Panels— 5 / 8 // x24 / 'x48" or 24"x24" acoust clg panels in 
Susp Exp Grid Syst-clg interrupted-light fixt prot 
by 1%" THERMAFIBER min wool bd-2" USG gypsum 
fir plank welded to bar joists 48" o.c.— Z A" MASTICAL 
underlayment compd over plank— UL Des G230 (f)— 
USG-700612 (s) 


Includes2-hr. unrestrained 
beam. Fire rating also 
applies with FLO-FILL 
compd. or PYROROCK 
board underlayment; 
sound ratings are 
comparable 


SA-309 

SA-905 


11 


clg wt. 1.2 


40 

to 

44t 



AURATONE FIRECODE 5 / 8 "x24"x48" acoust clg panels See Sound Control 

in Susp Exp Grid Syst-clg interrupted—light fixt Ceilings Folder for 

prot by VA" THERMAFIBER min wool bd-2" USG met STC values of 

edge gypsum plank over bar joist— UL Des P213 (f) various patterns 


SA-305 

SA-306 

SA-905 


12 


clg wt. 1.2 


35 

to 

39 



ACOUSTONE 120 3 /4"x24"x24" min acoust tile on Exp 
Grid Syst-clg interrupted—light fixt prot by l l A" 
THERMAFIBER min wool bd—2V4" cone deck on 
riblath over bar joistt— UL Des G228 (f) 


Includes 2-hr. 
unrestrained beam 


SA-905 


13 


clg wt. 1.3 


40 

to 

44f 



AURATONE FIRECODE 5 / 8 "xl2"xl2" to 24"x24" acoust 
clg tile on Concealed Accessible Grid Syst-clg inter¬ 
rupted-light fixt prot by VA" THERMAFIBER min 
wool bd— 2Vi" cone deck on riblath over bar joistt— 

UL Des G008 (f) 


Includes 2-hr. unrestrained 
beam. See Sound Control 
Ceilings Folder for STC 
values of various patterns 


SA-905 


14 


clg wt. 1.2 



AURATONE FI RECODE 5 / 8 "xl2"xl2" acoust clg tile on 
Concealed Z-Spline Syst-clg interrupted—light fixt 
prot by VA" THERMAFIBER min wool bd-2" 
THERMOFILL gypsum cone roof deck with Vz" 
SHEETROCK formbd over bar joistt— UL Des P002 (f) 


See Sound Control 
Ceilings Folder for 
STC values of 
various patterns 


SA-305 

SA-905 


15 


fBased on 11-freq. 

JAIRSON Air Distribution Products may be substituted. 


UNITED STATES GYPSUM 
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ceilings 


STC 

physical data 



folder 

rating 

construction detail 

description & test no. 

comments 

reference 


2-hour rated ceilings MINERAL FIBER SURFACES (continued) 



30 

to 

34 


19 


ArmiCTOMC on 3/.»v1^vm min irnnct (ila nn Tnn. 


16 ! 

'" v \ roalprl 7-Snlinp Svet —V rnnr Hppk nn rihlath over 



~~!bar joist— UL Des G020 (f) 

He" _i 

m 

L— ) 



4- 

clg wt. 1.3 


SA-905 


1-hour rated ceilings 


MINERAL FIBER SURFACES 


30 

to 

34 


20 



ACOUSTONE 90 3 A"x 12"xl2" min acoust tile on Con¬ 
cealed Z-Spline Syst— 1" nom plywd & MASTICAL 
compd or wd sub & fin floor over wd joist 16" o.c.— 
UL Des L003 (f) 


clg wt. 1.3 


SA-905 


21 


40 

to 

44f 



AURATONE FI RECODE 5 /g"x24"x48" acoust clg panels 
in Susp Exp Grid Syst—clg interrupted—light fixt 
prot by VA" THERMAFIBER min wool bd-V/ 2 " stl 
roof deck & 1" noncomb insul over bar joist—UL Des 
P214 (f) 


clg wt. 1.2 


Includes 1-hr. 
unrestrained beam. 
See Sound Control 
Ceilings Folder for 
STC values of 
various patterns 


SA-905 


22 


40 

to 

44t 



AURATONE FIRECODE 5 /g"x24"x48" or 24"x24"acoust 

clg panels in Susp Exp Grid Syst—clg interrupted— See Sound Control 

light fixt prot by VA" THERMAFIBER min wool bd- Ceilings Folder for 

1" nom plywd & MASTICAL underlayment compd or STC values of 

wd sub & fin fir over 2x10 wd joist— UL Des L206 (f) various patterns 


clg wt. 1.2 


SA-905 


fBased on 11-freq. 

tAIRSON Air Distribution Products may be substituted. 
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ceilings 


STC 

rating 


physical data 
construction detail 


description & test no. 


43 



MOD V Ceiling System-AURATONE FIRECODE 5 /g" 
acoust clg panels and 2'x4' light fixt on MOD Grid 
Syst—60"x60" module-l 1 /*" stl roof deck & lMs" 
noncomb insul over bar joist— UL Des P222(f)—USG- 
237-FT-G&H (s) 


clg. wt. 2.5 


comments 


Vaulted integrated 
environmental ceiling 
continuous over partition. 
Sound atten. test 
based on grid system 
with 2" regress 


folder 

reference 


SA-907 


23 


noncombustible ceilings 


MINERAL FIBER SURFACES 


40 

j DELTA Ceiling System—ACOUSTONE db Glacier 

%"x24"x24" acoust clg panels in DELTA Grid Syst— 
ill Irjfi clg contin over partn— ASTM E84 (0—USG-240-FT- 

clg. wt. 1.5 G&H (s) 

Sound atten. test for 
integrated environmental 
ceiling 

SA-907 

40 

to 

44 

| ACOUSTONE “F” db 3 / 4 "xl2"x24" or 12"x36" min 

acoust tile on 1-Way Exp Grid Syst— ASTM E84 (f) 

clg wt. 1.3 

One-way exposed grid 
system for accessibility 

SA-905 

40 

to 

44 

ACOUSTONE db Fissured or Glacier 3 / 4 "xl2"xl2" min 
acoust tile on concealed 100% Accessible direct- 
r— hung Susp Syst— ASTM E84 (0 

Basic direct-hung 
concealed accessible 
system 

SA-905 

30 

to 

34 

ACOUSTONE “F” 3 / 4 "xl2"xl2" or 12"x24" min 
clg wt. 1.3 acoust tile on Concealed Z-Spline SystJ— ASTM 

E84 (f) 

Basic concealed spline 
acoustical tile system; 

STC estimated 

SA-905 

40 

to 

44 

| AURATONE Va" or 3 / 4 "x24"x24" or 24"x48" acoust 

clg panels in Susp Exposed Grid SystJ— ASTM E84 (f) 

clg wt. 1.0 

Basic noncombustible 
lay-in panels; NRC 
varies with pattern 

SA-905 

44(1) 

48(2) 

mmbmamw m AURATONE H"x24"x48" acoust clg panels In Susp 

— —---4-—^... ExpGridSyst—continoverpartn—1H"THERMAFIBER 

rla uut 1 r Mb IE sound atten blkts over clg— ASTM E84 (f)—(1) USG- 

g Wl 10 m - IH 210-FT-G&H (s)—(2) USG-211-FT-G&H (s) 

Test USG-211-FT includes 
double-layer blankets 
extending 4 r both 
sides of partition 

SA-905 

N/A 

. T AIRSON Grid Air Distr Syst—Exposed AIRFLO grid 

T-Pnilr^ 7 " T-4 J systems for noncomb acoust panels—adjustable air 

distr through grid itself— ASTM E84 (f) 

Basic steel or alum, grid 
with unslotted panels 

SA-905 


24 

25 

26 

27 

28 

29 

30 


gypsum drywall and plaster ceilings 


4-hour rated ceilings 


PLASTERED ASSEMBLIES 



31 


32 


fBased on 11-freq. 

JAIRSON Air Distribution Products may be substituted. 


UNITED STATES GYPSUM 
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33 

34 

35 

36 

37 

38 

39 

40 

41 

42 



ceilings 


sound rating 

physical data 



folder 

STC IIC | 

construction detail 

description & test no. 

comments 

reference 


3-hour rated ceilings PLASTERED ASSEMBLIES 


N/A 


. 5 /s" IMPERIAL FIRECODE "C” gypsum pi base & 

1 v —^ » — -v— v— V eneer plaster ceiling—USG met fur chan—pi base 

1*1 /v- \\T7; att with 1" Type S screws 12" o.c.—joints exp or 

i ^ taped—Ms" IMPERIAL plaster-3" cone on riblath 

1 over bar joist—UL Des G512 (f) 

Includes3-hr. unrestrained 
beam. Spacing of furring 
channel at 16" o.c. 
recommended 

SA-912 

clg wt. 4 

N/A 


21 

| * > • * A . .* Metal Lath & Plaster—cr chan susp 15V£" below 

a . deck & 3&" below beam—3.4# dm met lath & 

-r-: STRUCTO-LITE (Type R) plaster—2" cone over 

/ s " | f cellular stl fir—UL Des A403 (f) 

| 1 — 1 — 

Includes 4-hr. 
unrestrained beam 

SA-914 

H n_ m 

M JL, 

clg wt. 5 

N/A 


f * ' ’ A - ‘ Metal Lath & Plaster— %" cr chan furred or susp— 

; 1 H*-*^*^^ 3.4# dm met lath & %" neat wood fiber gypsum 

1 W* " w/ plaster—2V6" cone on riblath over bar joist—BMS-92 

| ij =H= table 43(f) 

clg wt. 9 


SA-914 


GYPSUM DRYWALL SURFACES 


N/A 


)*- y," SHEETROCK FIRECODE “C” gypsum panels- 

Includes 3-hr. 
unrestrained beam 

SA-923 

, ,, crrou/c 19 // n r inintc pyn nr fin rnnr nn rihl^th 

141/^ // \ oLi “Wo LL U.L. JUIIIlo UAp Ul 11II O LUIIL Ull llUldlll 

} if over bar joist-UL Des G512 (f) 

1 r. .. . ..o. 

clg wt. 3 

N/A 


5 /s" SHEETROCK FIRECODE “C” gypsum panels- 
1 . . ’ USG met fur chan 24" o.c.—panels att with 1" Type S 

1 10 A screws 12" o.c. in field and 8" o.c. at ends—joints 

1 /\ fin—prestressed cone units with 6" deep stems Rating based on 2 %" 

1 ... 48" o.c.-UL Des J502 ffi-UL Des J503 ffi-UL Des thick ree. or2H" liehtwt. 

clg. wt. 3 J504 (f) concrete slab 

SA-923 


2 '/ 2 -hour rated ceilings 


PLASTERED ASSEMBLIES 


N/A 



Metal Lath & Plaster—cr chan furred or susp— 

3.4# dm met lath & 100:1-100:1 gypsum wood fiber 
sand plaster—2V&" cone on riblath over bar joist 

-UL R5429-l(f) SA-914 


clg wt. 10 


2-hour rated ceilings 


PLASTERED ASSEMBLIES 


N/A 


M 

F“ V -o k Metal Lath & Plaster—cr chan furred or susp— 

1 3.4# dm met lath & %" 100:2-100:3 gypsum sand 

i" -// w- 77 —— plaster— 2Vi" cone on riblath over bar joist—BMS-92 

H — H - table 43(f) 

clg wt. 9 


SA-914 

N/A 

1 * . . - .. *. : „ '• Vi“ IMPERIAL FIRECODE “C” gypsum pi base & 

| a *—$$= veneer plaster ceiling furred or susp—USG met fur 

I n 7 / 0 "-—ydlz chan—pi base att with screws 12 " o.c.—joints taped 

| , /8 ^ 1 >f -Me" IMPERIAL plaster-2^" cone on riblath or 

| - 1 i corrug stl deck over bar joist—UL Des G515 (f) 

clg wt. 4 

Includes 2-hr. unrestrained 
beam. Spacing of furring 
channel at 16" o.c. 
recommended 

I _ 1 

SA-912 


GYPSUM DRYWALL SURFACES 



5 /s" SHEETROCK FIRECODE “C” gypsum panels- 
USG met fur chan 24" o.c.—panels att with 1" Type S 
screws 12" o.c. in field and 8" o.c. at ends—joints 
fin—prestressed cone units with 6" deep stems 48" 
o.c.-UL Des J502 (f)-UL Des J503 (f) 


Rating based on 2" 
thick reg. or lightwt. 
concrete slab 


SA-923 


■I 


W SHEETROCK FIRECODE 4< C” gypsum panels- 
furred or susp—USG met fur chan 24" o.c.—panels 
att with 1" Type S screws 12" o.c.—joints exp or fin 
—2 W cone on riblath or corrug stl deck over bar 
joist-UL Des G515 (f)—USG-189-FT-G&H (s) 


Includes 2-hr. unrestrained 

beam. STC based on furred 

interrupted clg., 1V4" 

sound atten. blankets 

extendg. 4' beyond partn. SA-923 

_ 


16 



























































































































sound rating 

physical data 

construction detail description & test no. 

comments 

folder 

reference 

STC 

IIC 

51(1) 

32(1) 

61(2) 

^ USG Floor Plank System-(l) Vs" vinyl fir tile (2) 

. r. 39-oz carpet & 40-oz pad— 2" gypsum fir plank 

^ welded to bar joists 48" o.c.—skim-coat MASTICAL 

13^2 " f underlayment or DURABOND 90 compd over plank 

joints—USG met fur chan 24" o.c. wire-tied to joists 
tO* _L 5 /g" SHEETROCK FIRECODE “C” gypsum panels 


SA-309 

SA-923 

1 screw-att 12" o.c.—joints fin—UL Des G516 (f)—(1) 

Clg. wt. 3 BBN-72031 7 (s)—(1) BBN-720316(s)-(2) BBN-720314(s) 

54(1) 

37(1) 

64(2) 


r— USG Floor Plank System %" MASTICAL under- 

Fire rating also applies 
with FLO-FILL compd or 
PYROROCK bd under¬ 
layment; sound ratings 
are comparable 

SA-309 

14 

7 layment compd—(1) H" vinyl fir tile (2) 39-oz carpet 

& 40-oz pad—2" USG gypsum fir plank welded to bar 

l A* wlf7/ joists 48" o.c.—USG met fur chan 24" o.c. wire-tied 

, to joists— %" SHEETROCK FIRECODE "C” gypsum 
. ,*■ panels screw-att 12" o.c.—joints fin—UL Des G516 (f) 

. , _ — (1) BBN-720506 (s)— (1) BBN-720507 (s)— (Z) BBN- 

clg. wt. 3 subflr wt. 19.5 72 d509 ( s ) 

50 

est 


1 

13 : 

r- Resil 2 lavers %" SHEETROCK FIRECODE "C” 

gypsum panel ceiling—1" nom wd sub & fin fir— 

\/i" 2x10 wd joist 16" o.c.-RC-l chan spaced 24" o.c. 

screw att over base layer panels—face layer screw 


SA-924 

- 

clg wt. 5 

N/A 


-f— ^ 5 /g" SHEETROCK FIRECODE “C” gypsum panels- 

JL USG met fur chan 24" o.c.—panels att with Type S 

14^ ” 7/ v screws 12" o.c.—joints exp or fin—2" USG met edge 

gypsum plank over bar joist— UL Des P501 (f) 


SA-305 

SA-306 

clg wt. 3 


T/i-hr. rated ceilings GYPSUM DRYWALL SURFACES 




1 

Resil 2 layers W SHEETROCK FIRECODE “C” 






gypsum panel ceiling—1" nom wd sub & fin fir—2x10 

Fire rating also applies 




* 13 1 

/\” wd joist 16" o.c.-RC-l chan spaced 24" o.c. screw 

with IMPERIAL Plaster 


50 


1 

If \ att over base layer panels—face layer screw att to 

Base and veneer plaster 


est 




surface 

SA-924 



clg wt. 5 




PLASTERED ASSEMBLIES 


N/A 


clg wt. 10 

19%" ' 

20%* 

L ... 

clg wt. 13 

Metal Lath & Plaster—susp 3.4# dm met lath & %" 
100:2-100:3 gypsum sand plaster—rib tvpe stl rfdeck 
|L JL with 1" wd fiber insul-NBS-57 (f) 

hte* •.._ 


SA-914 

N/A 


□ Metal Lath & Plaster—susp 3.4# dm met lath & 1" 

100:2 gypsum sand plaster—rib type stl rf deck with 
V/i" wd fiber insul-NBS-58 (f) 


SA-914 


1-hour rated ceilings GYPSUM DRYWALL SURFACES 


56 

54 

rv pi n n p Oi 

i 

Resil x h” SHEETROCK gypsum panel ceiling— 
MASTICAL underlayment compd or PYROROCK bd 
over plywd subflr—2x10 wd joist 16" o.c.—3" 

THERMAFIBER ins blkts betw joists-RC-1 chan 
screw att to joists—panels att with 1" Type S screws 
-joints fin-est (f)-BBN-670601 & BBN-670602 (s) 


SA-924 

N/A 


p aOnpO Resil %"SHEETROCK FIRECODE “C” gypsum panel 
ceiling—l 5 /g" perlite-sand cone over %" plywd subflr 


SA-924 

clg wt. 3 

joists-RC-1 chan screw att to joists—panels att 
with 1" TypeS screws—joints fin—UL Des L516 (f) 

41(1) 

40(2) 

32(1) 

58(2) 

aUUuUUl 


s / 8 " SHEETROCK gypsum panel ceiling—1" nom 
wd sub & fin fir—2x10 wd joist 16" o.c. —3" 
THERMAFIBER ins blkts betw joists—panels att 
with 6d nails6"o.c.—joints fin—est(f)—(1) CK-6412-6 
(s)—(2) C K-6412-5 (s) 

liMIIMi 

In CK-6412-5 test, 

44-oz. carpet & 

40-oz. pad added 
atop flooring 

# .. 

SA-924 

clg wt. 3 

N/A 


5 /s" SHEETROCK FIRECODE gypsum panel ceiling- 
\ | 1 Amer Plywood Assn 2-4-1 fir 4x10 wd joist 48" o.c. 

—USG met fur chan spaced 24" o.c.—panels att with 

1" Type S screws—joints fin—UL Des L508 (f) 

clg wt. 3 

Only 1-hr. residential 
system based on 48" joist 
spacing. Fire rating also 
applies with IMPERIAL 
FIRECODE Base and 
veneer plaster surface 

SA-913 

SA-924 


UNITED STATES GYPSUM 
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ceilings 


b 


sound rating 

physical data 



folder 

STC IIC 

construction detail 

description & test no. 

comments 

reference 


1-hour rated ceilings GYPSUM DRYWALL SURFACES (continued) 


54 

N/A 



Resil W SHEETROCK FIRECODE “C” gypsumpanel 
ceiling—1" nom plywd & MASTICAL underlayment 
compd or wd sub & fin fir—2x10 wd joist 16" o.c.— 
RC-1 chan spaced 24" o.c.—panels att with 1" Type S 
screws—joints fin—UL Des L514 (f) 

Fire rating also applies 
with FLO-FILL underlay¬ 
ment compound 

SA-924 

55 47 ( 1 ) 

47(2) 

39(1) 

39(2) 

ijesil SHEETROCK gypsum panel ceiling— lVi" nom 
wd sub & fin fir—2x10 wd joist 16" o.c.—RC-1 chan 
screw att to joist—panels att with 1" Type S screws 
—joints fin— est(f)—(l)CK-6512-6(s)—<2)CK-6412-10(s) 

CK-6512-6 based on Vi” 
FIRECODE “C" panels; 
CK-6412-10 based on 

Ys" reg. panels 

SA-924 

56 

47(1) 

48(2) 

67(1) 

66(2) 

Resil SHEETROCK gypsum panel ceiling— VA" nom 
wd sub & fin fir—44-oz carpet & 40-oz pad atop fir— 
2x10 wd joist 16" o.c.—RC-1 chan screw att to joists 
—panels att with 1" Type S screws—joints fin—est 

(f)-(l) CK-6512-7 (s)—(2) CK-6412-9(s) 

CK-6512-7 based on M" 
FIRECODE “C" panels; 
CK-6412-9 
based on Ys" reg. 

SHEETROCK panels 

SA-924 

57 

51(1) 

50(2) 

46(1) 

46(2) 



Resil SHEETROCK gypsum panel ceiling— l 1 ^" nom 
wd sub & fin fir—2x10 wd joist 16" o.c.— 3" 
THERMAFIBER ins blkts betw joists—RC-1 chan 
screw att to joists—panels att with 1" Type S screws 
-joints fin— est(f)—(1)C K-6512-9 (s)-(2)CK-6412-3(s) 

CK-6512-9 based on 1 / 2 " 
FIRECODE “C" panels; 
CK-6412-3 
based on Vs" reg. 

SHEETROCK panels 

SA-924 

58 

52(2) 

51(2) 

71(1) 

70(2) 

clg wt. 3 


Resil SHEETROCK gypsum panel ceiling—1H" nom 
wd sub & fin fir—44-oz carpet & 40-oz pad atop fir 

-2x10 wd joist 16" o.c.-3" THERMAFIBER ins CK-6512-8 based on Vz" 

blkts betw joists—RC-1 chan screw att to joists— FIRECODE “C” panels; 

panels att with 1" TypeS screws—joints fin— est (f)— CK-6412-4 based on 

(1) CK-6512-8 (s)-(2) CK-6412-4 (s) Ys" reg. panels 

SA-924 

59 

49(1) 

45(1) 

58(2) 


Resil %" SHEETROCK FIRECODE “C” gypsum panel 
ceiling—%" PYROROCK underlayment bd over %" 

plywd subflr—(1) Vs" vinyl fir tile (2) 66-oz carpet & Fire rating also applies 

40-oz pad—2x10 wd joist 16" o.c.—RC-1 chan screw with direct-attached 

att to joists—panels att with 1" Type S screws— gypsum panel ceiling, 

joints fin— UL Des L523 (f)—(1) USG-740307 (s)—(1) Sound ratings based on W 

USG-740302 (s)— (2) USG-740308 (s) thick gypsum panels 

SA-924 

60 

48 

35 


1 

1 / 2 "SHEETROCKFIRECODE << C”gypsumpanel ceiling 
-M" plywd & 1" MASTICAL or FLO-FILL underlay¬ 
ment compd over subflr—2x10 wd joist 16" o.c.— 
panels att with 5d cem ctd nails 6" o.c.—joints fin— 
UL Des L512 (f)-BBN-671007 & 671008 (s) 

BBN-671007 & 671008 
based on VA" thick 

MASTICAL floor 
underlayment 

SA-924 

61 38(1) 

39(2) 

32(1) 

56(2) 

%" SHEETROCK FIRECODE gypsum panel ceiling In CK-6412-8test, 

—1" nom wd sub & fin fir—2x10 wd joist 16" o.c.— 44-oz. carpet & 

panels att with 6d nails 6" o.c.—joints fin— UL Des 40-oz. pad added 

L501 (f)-(l) C K-6412-7 (s)-(2) C K-6412-8 (s) atop flooring 

SA-924 

62 

36t 


C| 8 3 V4" SHEETROCKFIRECODE"C” gypsum panel ceiling 

—1" nom wd sub & fin fir—2x10 wd joist 16" o.c.— Basic assembly- 

panels att with 5d cem ctd nails 6" o.c.—joints fin— sound attenuation 

UL Des L512 (f)—NBS-77 P-716 (s) test 

SA-924 


PLASTERED ASSEMBLIES 


63 

64 


65 


66 


N/A 


clg wt. 3 

I 

Vi" IMPERIAL FIRECODE “C” gypsum pi base & 
veneer plaster ceiling—wd joist 2x10 16" o.c.—1" 
nom wd sub & fin fir—pi base att with 5d nails 

6" o.c.— l Ae" IMPERIAL plaster—joints taped— 

UL Des L512 (f) 

Fire rating also applies 
with MASTICAL or 

FLO-FILL underlayment 
compound over plywood 
subfloor 

SA-913 

N/A 


Ys" IMPERIAL FIRECODE gypsum pi base & veneer 
plaster ceiling—1" nom wd sub & fin fir—2x10 wd 
joists 16" o.c.—pi base att with 6d nails 6" o.c.—Ms" 
IMPERIAL plaster—joints taped—UL Des L501 (f) 


SA-913 

N/A 


- Resil V£" IMPERIAL FIRECODE “C" gypsum pi base 

—r—i- & veneer plaster ceiling—wd joist 2x10 16" o.c.—1" Fire rating also applies 

nom wd sub & fin fir—RC-1 chan spaced 16" o.c. with MASTICAL or 

and at end joints—pi base att with Type S screws FLO-FILL underlayment 

clg wt. 3 UL Des L514 (f) subfloor 

SA-913 

noncombustible ceilings gypsum drywall surfaces 

45 


Ys" SHEETROCK FIRECODE gypsum panels-lM" cr 
/\ chan 4' o.c.—USG met fur chan 24" o.c.—panels 

.. ... screw att 12" o.c.—joints fin—ASTM E84 (0— 

dgwl 3 . WtH . USG-5-FT-G&H (s) 

“Up and over" atten¬ 
uation-suspension & 
clg. membrane only 

SA-923 


t Based on 11-freq. (See “Roof Assemblies ” section, right, for ceilings of finished formboards available as part of integral roof system) 


18 













































































roof assemblies 



fire 

rating 


2 hrs. 
(beam 
2 hrs.) 


physical data 
construction detail 


description & test no. 


2^" ... 


* slab wt. 11 

Shipps) 

* 

3" 

.... : 

* slab wt. 8 


1 




PYROFILL Gypsum Concrete Roof Deck poured 2" 
min thickn over W' SHEETROCK or 1" FIRECODE 
formbd—Keydeck truss tee—Keydeck reinf mesh 

-UL Des P676 (f) 


comments 


Protection of 
primary steel required. 
Fire rating based on 
8 ' max. beam spacing 


folder 

reference 


SA-305 


2 hrs. 
(beam 
2 hrs.) 


THERMOFILL Gypsum Concrete Roof Deck poured 
2" min thickn over 1" to VA" FIRECODE formbd 
— Keydeck truss tee—Keydeck reinf mesh— UL 

Des P677 (f) 


Protection of 
primary steel required. 
Fire rating based on 7' 
max. beam spacing 


SA-305 


1 hrs. 




PYROFILL Gypsum Concrete Roof Deck poured 
2" min thickn over W' SHEETROCK or 1" FIRECODE 
formbd — USG sub-purlin or bulb tee on 12" bar 
joist-susp AURATONE FIRECODE or AIRSON 
AURATONE FIRECODE acoust clg panels- UL Des 
P207 (f) 


slab wt. 11 


Ceiling includes 
air control valves in 
AIRSON panels. Fire 
rating based on 4' 
max. joist spacing 


SA-305 

SA-905 


2 hrs. 


JL 




\// | 

D - 

—1 

X 




THERMOFILL Gypsum Concrete Roof Deck poured 
2" min thickn over W SHEETROCK or 1" FIRECODE 
formbd—USG sub-purlin or bulb tee on 10" bar 
joist-susp AURATONE FIRECODE or AIRSON 
AURATONE FIRECODE acoust clg tile - UL Des 
P002 (0 


slab wt. 8.2 


Ceiling includes 
air control valves in 
AIRSON tile. Fire 
rating based on 4' 
max. joist spacing 


SA-305 4 

SA-905 


2 hrs. 



USG Metal Edge Plank Roof Deck—precast gypsum 
plank clipped or welded to bar joists spaced 7'0" o.c. 
-y 4 " noncomb insul-H" AURATONE FIRECODE 
susp acoust clg panels— UL Des P213 (0 


plank wt. 13 


A good high-strength, SA-305 

long-span dry decking SA-306 

simple to erect SA-905 


2 hrs. 


~r~ 

~~r~ 


-77 V\- 

\\//\\// 

.^ 


USG Metal Edge Plank Roof Deck-precast gypsum 
plank clipped or welded to bar joists spaced 4'0" o.c. 
—%" noncomb insul—USG met fur chan 24" o.c.— 
SHEETROCK FIRECODE “C” gypsum panels 
screw att 12" o.c.—joints exp or fin— UL Des P501 (0 


plank wt. 13 


SA-305 6 

SA-306 


noncomb. 


slab wt. 11 


PYROFILL or THERMOFILL Gypsum Concrete poured 
over noncomb formbd—rated noncombustible by 
NBFU definition— SS-S-118a fed spec 


Thickness of fill 2" min. 


SA-305 


structural fireproofing 



column 

type 

physical data 
construction detail 

description & test no. 


comments 

folder 

reference 

column fireproofing 

4-HOUR RATED APPLICATIONS 





W14 

x228 




Yi//S/ZZ/ 

§-r 

rXYM-- 
|2%^ | 


Gypsum Drywall or Veneer Plaster Fireprfg—2 layers 
tt" SHEETROCK FIRECODE “C” panels or W 
IMPERIAL FIRECODE "C” pi base around col- 
panels screw att to 1%" USG stl studs at corners— 
met corner beads—joints fin or x At" IMPERIAL plas¬ 
ter over pi base— UL Des X507 (f) 


SA-923 


W10 

x49 


-3 5 / 8 " 


2 5 / 8 * 


11 


PYROBAR Gypsum Tile & Drywall or Veneer Plaster 
Fireprfg— 2" solid or 3" hoi tile around col—tile 
banded 24" from ea end—contin met angles screw att 
to bands—1 layer 5 / 8 " SHEETROCK FIRECODE "C” 
panels or 5 / 8 " IMPERIAL FIRECODE “C” pi base 
screw att to angles—met corner beads—joints fin or 
Me" IMPERIAL plaster over pi base— UL Des X502 
(0-UL Des X504 (f) 


UL Design X504 based on 
3" hollow tile 


SA-405 

SA-923 


UNITED STATES GYPSUM 
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structural fireproofing 


column 

physical data 



folder 

type 

construction detail 

description & test no. 

comments 

reference 


column fireproofing 


4-HOUR RATED APPLICATIONS (continued) 


W10 

x49 




f :i 


m 


PYROBAR Gypsum Tile & Plaster Firepfg—2" solid 
or 3" hollow—Vi" gypsum sand plaster—sanded 
basecoat & lime putty fin recom—BMS-92 table 40 (f) 


SA-405 


4 wio 


x49 



Metal Lath & Plaster Fireprfg—3.4# sf dm met lath 
wrapped around col—1V4" STRUCTO-LITE or 100:2- 
100:3 gypsum perlite plaster—UL Des X402 (f) 


3-hr. fire rating applies 
with lVi" thick plaster 


SA-914 






-2Vi" | 




c W10 

° x49 


Metal Lath & Plaster Fireprfg—3.4# dm met lath— 
Vi" cr chan spaced 24" o.c. vert-IVi" 100:2-100:3 
gypsum perlite plaster—UL Des X406 (f) 


SA-914 



WIO 


& 


6 

x49 



l2Vi’ 0 L s 


Metal Lath & Plaster Fireprfg—3.4# dm met lath fur 
Vi" from face of col-1 Vi" STRUCTO-LITE plaster 
with fill betw flange face & lath—UL Des X405 (f) 


SA-914 


W14 
• x228 





THERMAFIBER Mineral Fireprfg-2" fireprfg around 
col att with Vi" stl wire studs welded to col 24" o.c. 

-UL Des X202 (f) 


Dry assembly; offers 
excellent thermal insula¬ 
tion for exterior columns 


SA-705 


3-HOUR RATED APPLICATIONS 


W14 

x228 



Gypsum Drywall or Veneer Plaster Fireprfg—Vi" 
SHEETROCK FIRECODE “C” panels or Vi" IMPERIAL 
FIRECODE “C” pi base around col—double layer 
over ea web face—panels screw att to lVi" USG stl 
studs at col corners—met corner beads—joints fin or 
Vi6" IMPERIAL plaster over pi base—UL Des X514 (f) 


SA-923 


W10 

x49 



Gypsum Drywall or Veneer Plaster Fireprfg—3 layers 
Vi" SHEETROCK FIRECODE “C” panels or Vi" 
IMPERIAL FIRECODE “C” pi base around col-triple 
layer over ea flange end—inner layers on flange face 
separ by 1 Vi" USG stl studs & screw att—met beads 
on corners—joint fin or x As" IMPERIAL plaster over 
e-ULDe: 


pi base- 


Des X515(0 


SA-923 


10 


wio 

x49 



THERMAFIBER Mineral Fireprfg-dbl layer 2" fire¬ 
prfg around col att with flange clips & clinch shields 
16" o.c.—UL Des X306(f) 


Dry assembly; offers 
excellent insulation for 
exterior columns 


SA-705 


2-HOUR RATED APPLICATIONS 


ID" 


Gypsum Drywall or Veneer Plaster Fireprfg—Vi" 


\ 


t' ..T-l 

SHEETROCK FIRECODE "C M panels or Vi" IMPERIAL 
FIRECODE “C” pi base around col—panels screw att 
to lVi" USG stl studs at col corners—met corner 
beads—joints fin or X A&” IMPERIAL plaster over pi 
base-UL Des X521 (f) 



L 1W 1 

-Vi” 

/( 2 1 /4^ 

5 /8 w 4 

SA-923 


11 


12 


13 


14 


W14 

x228 


W10 

x49 



Gypsum Drywall or Veneer Plaster Fireprfg—Vi" 
SHEETROCK FIRECODE “C” panels or Vi" IMPERIAL 
FIRECODE “C” pi base around col—double layer 
over ea flange end—double layer on flange faces 
separ by lVi" USG stl studs & screw att—met beads 
on corners—joints fin or Vis" IMPERIAL plaster 
over pi base—UL Des X518 (f) 


SA-923 


W10 

x49 





.'ir.-; 



\r-jr // f 

•r \T 3 "- 



PYROBAR Gypsum Tile Fireprfg—2" solid or 3" hol¬ 
low—unplastered—BMS-92 table 40 (f) 


SA-405 


W10 

x49 



Metal Lath & Plaster Fireprfg—3.4# sf met lath 
0:2-10C “ 


wrapped around col—r 
plaster—UL Des X402 (f) 


100:2-100:3 gypsum perlite 


1-hr. rating applies with 
3.4# dm met lath wrapped 
around col—Vi" 100:2- 
100:3 gypsum sand plaster 
bms-9:. 


SA-914 


-ic W1 ° 

15 x49 


i « 

u 


i. 

f2Vi" [ 


THERMAFIBER Mineral Fireprfg-2Vi"fireprfg 
around col att with flange clips & clinch shields 24" 
o.c.-UL Des X305 (f) 


Dry assembly; offers 
excellent thermal insula¬ 
tion for exterior columns 

; : i — 


SA-705 
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structural fireproofing 



fire 

rating 

beam 

type 

physical data 

construction detail description & test no. 

comments 

folder 

reference 

bear 

n firei 

proofing 




4 hrs. 


W12 

X58 



dm met lath enclosing beam— VA" 100:2 gypsum 
perlite plaster UL 40 U18.16-UL Des D403 (f) 


SA-914 


16 


3 hrs. 
(beam 
only) 


W8 

X24 



Gypsum Drywall or Veneer Plaster Caged Beam 
Fireprfg— 1 5 A" USG stl run chan brackets 24" o.c. 
—x l 3 /s" corner angles att to brackets—3 layers 
5 /s" SHEETROCK FIRECODE gypsum panels or 
IMPERIAL FIRECODE pi base att with Type S screws 
—1" 20-ga. hex mesh on bottom over middle layer- 
met beads on corners—joints fin or l As" IMPERIAL 
plaster over pi base—2 W' cone deck on fluted stl 
flr-UL Des N505 (f) 


Extends drywall and 
veneer plaster use to 
beam protection. Fire 
rating for restrained 
assembly ;2-hr. rating for 
unrestrained assembly 


SA-912 

SA-923 


17 


3 hrs. 


W8 

X24 


THERMAFIBER Mineral Fireprfg-dbl layer 2" fire¬ 
prfg around beam att with flange clips & clinch 
shields 12" o.c.—2^" cone deck on cellular stl flr- 
UL Des N304 (f) 


Fire rating for restrained 
beam; unrestrained beam 
rating is 2 hrs. 


SA-705 


18 


2 hrs. 


W12 

X22 






1 i 


* ‘?Vj0 


Metal Lath & Plaster Caged Beam Fireprfg—9-ga. 
galv wire wrapped around beam 18" o.c. bent over 
bottom flange—3.4# sf dm met lath— %" mill- 
formulated gypsum plaster UL 40 U18.3 (Type S) 

-UL Des A701 (f) 


SA-914 


19 


2 hrs. 
(beam 
only) 


W8 

X24 



Gypsum Drywall Caged Beam Fireprfg—1%" USG 
stl run chan brackets 24" o.c.—l%"x%" corner 
angles att to chan brackets —dbl layer *A" 
SHEETROCK FIRECODE gypsum panels att with 
Type S screws—met beads on corners—joints fin— 
IW cone deck on fluted stl fir—UL Des N501 (f)—UL 
Des N502 (f) 


Design N502 based on 
1 %" metal runner 
for corner angles & 
coped brackets 


20 


SA-923 


2 hrs. 


2 hrs. 


W8 

X13 


THERMAFIBER Mineral Fireprfg-dbl layer 2" fire¬ 
prfg around beam att with flange clips & clinch 
shields 16" o.c.— 3%" cone on fluted steel fir—UL 
Des D915(f) 


Fire rating is VA hrs. with 
cellular steel floor units 


SA-705 


21 


W8 

X24 


THERMAFIBER Mineral Fireprfg—2" fireprfg around 
beam att with flange clips & clinch shields 12" o.c.— 
2 l A" cone on fluted stl fir—UL Des N304(f) 


r. . 

2 " ! [ 


! ! 




Fire rating is 1 Vi hrs. with 
cellular steel floor units 


SA-705 


22 


(See other System Folders Nos. SA-309, SA-905, SA-912, SA-914, SA-923 for protection of beams, girders, and trusses by ceiling constructions) 


UNITED STATES GYPSUM 
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exterior walls & furring 


e 


physical data 



folder 

construction detail 

description & test no. 

comments 

reference 


DRYWALL ASSEMBLIES 


USG Metal Furring Channels 24" o.c.. 

- i - i V4"Foil-Back SHEETROCK Panels screw 

1% ■■ ■, • attached, U.S.G. Joint Treatment 

Direct attachment by furring does not 
isolate surface from structural stresses. 

No limiting height 

SA-923 

RC-1 Furring Channels 24" o.c., M" 
^V/////////^^^^ Foil-Back SHEETROCK Panels screw 

attached, U.S.G. Joint Treatment 

RC-1 channel reduces transfer of struc¬ 
tural stresses to surface membrane 

SA-924 

joint 

W .. /T'i . . Treatment 

~r~ 

Surface not isolated from structural 
stresses; good vapor barrier 

SA-924 

1" THERMAFIBER Z-Furring Insulation, 

USG Z-Furring Channels appl vert 24" 

—1 ■ o.c., V4" SHEETROCK gypsum panels 

1 Vi ..,.. screw attached to channels. U.S.G. Joint 

♦ Treatment 

Noncombustible system with mineral 

fiber insulation SA-923 

SHEET^ROC^C“Panels°se’rew” attached! 
varies . U.S.G. Joint Treatment 

Free standing; allows for pipe chase 
clearance; good vapor barrier 

SA-923 

1" USG Gypsum Coreboard set in metal 
— f— angle floor and ceiling runners, Vi” 

w; , r jpq - v . SHEETROCK gypsum panels laminated 

* -• . ••• ; to coreboard. U.S.G. Joint Treatment 

Free standing; allows for pipe chase 
clearance; minimizes shadowing and 
spotting 

SA-923 

USG Z-splines appl vert 24" o.c., 

I S//////////&/////////Z kerfed ULTRAWALL Gvpsum Panels en- 

1/8 gage concealed spline 

Provides exterior wall surfacing having 
same appearance as movable partitions 

SA-1020 


8 


9 


10 


11 


12 


13 





V/////////////////////////Z. 


varies 

LS 


v///////////////////////////. 


T 


vanes 

L! 


T T 

vanes J, 


PLASTERED ASSEMBLIES 


USG Metal Furring Channels 16" o.c., 

Vi" Foil-Back IMPERIAL plaster base May be attached direct or additionally 

screw attached, Me" IMPERIAL plaster furred out on %" horiz. cold-rolled 

finish channels; good vapor barrier SA-912 


R-5 Resilient Clips 16" o.c., Foil-Back 

ROCKLATHplasterbaseandBRIDJOINT Resiliency of the R-5 Clip will reduce 

Clips, V4" sanded basecoat, lime putty the transfer of structural stresses to 

finish surface membrane SA-405 


1" THERMAFIBER Z-Furring Insulation, 
USG Z-Furring Channels appl vert 24" 
o.c., IMPERIAL plaster base screw 
attached to channels, Me" IMPERIAL 
plaster finish 


Noncombustible system with mineral 
fiber insulation 


SA-912 


TRUSSTEEL Studs 16" o.c. cross braced 
4' o.c. on back chord, %" Foil-Back 
ROCKLATH plaster base attached with 
TL-1 Clips, Jfc" sanded basecoat plaster, 
Me" lime putty finish 


Free standing; allows for pipe chase 
clearance; good vapor barrier 


SA-915 


TRUSSTEEL Studs 24" o.c., RC-1 chan 
spaced 16" o.c. attached with ft" Type 
T screws, Foil-Back IMPERIAL plaster 
base attached with 1" Type S screws, 
Me" IMPERIAL plaster finish 


Free standing; allows for pipe chase 
clearance; good vapor barrier 


SA-915 


TRUSSTEEL Studs 16" o.c. cross braced 
4' o.c. on back chord, 3.4# diamond mesh 
metal lath, %" sanded basecoat plaster, 
lime putty finish 


Free standing; allows for pipe chase 
clearance; no vapor barrier 


SA-914 


OTHER ASSEMBLIES 


14 

USG Exterior Curtain Walls 

Masonry or stucco exterior, drywall or 
plaster interior. Assemblies offer up to 

4-hour fire resistance 

SA-805 

15 

THERMAFIBER Curtain Wall Insulation 

Excellent insulation; good vapor barrier. 
Products offer fire protection up to 5 
hours for aluminum spandrel facings 

SA-705 


22 

















































































product catalogs 



title 


folder reference title 


folder reference 


Plaster Bases & Accessories.SA-917 

Gypsum and metal lath; gypsum partition tile; corner and casing beads, 
screeds, metal and plastic trim, control joints, clips, runners, steel studs, 
furring channels, brackets; general lathing specs. 

Gypsum Plasters..SA-918 

Basecoat, finish coat, high-strength veneer, gauging, ornamental and special 
plasters; finishing limes; general plastering specs. 


Asphalt Roofing Products.SA-710 

235-lb. to 300-lb. strip and specialty shingles; self-sealing shingles; descrip¬ 
tions of 25 built-up roofing assemblies (West only); UL label classifications; 
inspection and installation specs. 


Concorde Shingles.SA-715 

Mineral shingles for mansard roofs and sidewalls; application specs. 


Gypsum Panels & Accessories.SA-927 

Gypsum panels, coreboard; corner beads, metal and plastic trim, steel studs, 
channel, runners, brackets, control joint; screws and adhesives; reinforcing 
tape and joint compounds; erection specs for board and joint treatment. 

TEXTONE Gypsum Panels.SA-928 

Predecorated vinyl-faced gypsum panels and mouldings; application specs. 

Sound Control Ceilings.SA-905 

Mineral tile and panels; air distribution system components; acoustical space 
units; gypsum & asbestos ceiling board; metal accessories; installation specs. 

CDI Environmental Ceilings.SA-907 

Mineral tile and panels for coffered, vaulted and flat ceilings with integrated 
lighting and air distribution components. 


Paint Products.SA-933 

Interior flats, enamels; exterior and floor paints; masonry coatings; stains, 
varnishes; texture finishes; sealers, primers, undercoat, block filler; epoxy 
and metal coatings; industrial finishes; preparation and application specs. 


GRATE-X Gratings.SA-505 

Expanded metal grating for platforms and walkways; stair treads; load data; 
details and installation specs. 


Grip Strut Gratings.SA-506 

Reticulated metal grating for platforms and walkways; stair treads; load 
data and installation specs. 


Insulation Products 


SA-705 Globe-Strut Channel Framing.SA-1510 


Insulating and sound attenuation blankets; safing and curtain wall insulation; Metal channel supports for mechanical and electrical installations; surface 

mineral felt fireproofing; blowing and pouring wool; values; application specs. raceways; concrete inserts; specs. 


U.S.G. products / specification standards 


The listings below contain existing Standard Specifications, classified as Federal, after a product listing denotes that U.S.G. is on the government list of those companies 

Army, Navy, Treasury, etc., which apply to U.S.G. materials. Where ASTM, local codes, willing to certify that their products meet that specification. See pertinent U.S.G. 

etc. require product variance, consult your U.S.G. representative. The symbol "WC" Product Catalog for additional information. 



FEDERAL 

ASTM 

PRODUCT 

SPECIFICATION 

DESIGNATION 


PLASTER 


RED TOP* 
gypsum plaster (WC) 

SS-P-00402B type II 

C28—gypsum neat plaster 

RED TOP 

two-purpose plaster 

SS-P-00402 B type II 

C28—gypsum neat plaster 

RED TOP 

wood fiber plaster (WC) 

SS-P-00402B type III 

C28—gypsum wood fiber 

STRUCTO-LITE* plaster 

perlite aggregate 

SS-P-00402B type 1 

non-applicable 

C28—gypsum ready mix 
plaster 

C35 

RED TOP 

gauging plaster (WC) 

SS-P-00402B type V 

C28—gypsum gauging for 
finish coat 

RED TOP 
molding plaster 

SS-P-00402B type V 

C28—gypsum gauging for 
finish coat 

RED TOP keenes cement 
regular (WC) 

quick trowel 

SS-C-161A type 1 

SS-C-161A type II 

C61 

C61 

STRUCTO-GAUGE* plaster 

SS-P-00402B type V 
with added req. of dry 
compressive strength not 
less than 5000 psi (neat) 

C28—gypsum gauging for 
finish coat 

STRUCTO-BASE* plaster 

SS-P-00402B type II 
with added req. of dry 
compressive strength not 
less than 2800 psi. 

C28—gypsum neat plaster 

IMPERIAL* plaster 

non-applicable 

C587—gypsum veneer 
plaster 


GYPSUM LATHING 


ROCKLATH* plaster base- 

Vs" & W 

SS-L-30D 

type 1, grades R and X, 
class 1, forms (a) (b) 
and (c), styles 1 and 5 

C37 

IMPERIAL plaster base— 

Vi n & Vs" 

SS-L-30D 

type 1, grades R and X, 
class 1, style 1 

C588 

USG® R.H. base- 

Vi" & Vs" 

SS-L-30D 

type 1, grades R and X, 
class 1, style 1 
(in type III size) 



*Reg. U.S. Pat. Off. 


PRODUCT 

FEDERAL 

SPECIFICATION 

ASTM 

DESIGNATION 

LIME 

RED TOP and GRAND 

PRIZE* finish lime 

SS-L-351B type F 
(including added require- 
ment of not more than 8% 
unhydrated oxides) 

C6 type N 

IVORY* finish lime 

C206 type S 

RED TOP masons hydrate 

SS-L-351B type M 
(including added require- 
ment of not more than 8% 
unhydrated oxides) 

C207type N 

MORTASEAL* masons lime 

C207type S 

• 

RED TOP quicklime 

- 

C5 


METAL LATHING 


Bases, metal: (for) plaster, 
lath and stucco constr. (WC) 
3.4# galv. diamond mesh 
lath, 2.5# and 3.4# c.a. 
ptd. & poly-backed; Vs" 
4-mesh z-riblath 2.75# and 
3.4#; Vs" riblath 3.4# and 

4.0# 

QQ-L-101C 

class 3 (flat dia. mesh) 
class 3 (self furring dia. 
mesh) 

class 4 (Vs" flat rib) 
class 1 (Vs" rib) 

non-applicable 

Hanger wire—tie wire 

QQ-W-461g 
finish 5 class 1 
(1006 type steel) 



SHEETROCK* GYPSUM PANELS 


(plain) (foil-back) 

SS-L-30D 

C36 

square edge (WC) 

type III grade R class 1 

C36 

tapered edge (WC) 

type III grade R class 1 

C36 

bevel edge (WC) 

type III grade R class 1 

C36 

Vs" FI RECODE* 

type III grade X class 1 

C36 

Vi" & Vs " FI RECODE “C” 

type III grade X class 1 

C36 

TEXTONE vinyl-covered 

type III grade R or X cl.3 

C36 

W/R water-resistant 

type VII grade W 
or X class 2 

C630 


( continued) 

UNITED STATES GYPSUM 23 













































































U.S.G. products / specification standards (continued) 



FEDERAL 

ASTM 


FEDERAL 

ASTM 

PRODUCT 

SPECIFICATION 

DESIGNATION 

PRODUCT 

SPECIFICATION 

DESIGNATION 


PYROBAR* PARTITION TILE MINERAL FIBER INSULATION 


(WC) 

SS-T-316c 

C52 

SHEATHING 

USG gypsum sheathing 

SS-L-30D type II 
grade W cl. 2 

C79 

JOINT TREATMENT 

USG & DURAB0ND* 
joint compounds 

SS-J-570a type I 

C474 & C475 

PERF-A-TAPE* reinf. tape 

SS-J-570a type II 


Compound & tape combined 

SS-J-570a type III 



DRYWALL ACCESSORIES 


USG electro-galv. studs and 
runners, furring channels, 
RC-1 resilient channels 

QQS-698 

C645 

(studs only) 

USG hot-dipped studs and 
runners, furring channels, 
RC-1 resilient channels 

QQS-775d 

A525 

C645 (studs 
only) 

Metal corner beads and trim 

QQS-775d class E 

A525 

USG brand screws 

- 

C646 

DURAB0ND Adhesive 

200, 300 

- 

C557 


THERMAFIBER* 
open face batt (membrane 
facing one side) 
blanket batt (with 
enveloping membranes) 
blowing wool 
pouring wool 

sound attenuation blanket 

HH-I-521E 
type 1, II, III 

HH-I-521E 
type 1, II, III 

HH-l-10$0a type 1 cl. A 
HH-l-1030a type II cl. A 
HH-I-521E type 1, II, III 

none 

none 

none 

none 

none 

THERMAFIBER 

HH-I-521E type 1, class A 


safing insulation. 

HH-I-558B 


curtain wall insulation, 

Form A, classes 1 & 2 

none 

mineral felt fireproofing 




ROOFING 


FORTIFIED* shingles 

SS-S-300b type II 

D225 type II 

SEALCO* shingles 

SS-S-300b type III 

D225 type 1 

FIRECODE XX shingles 

SS-S-294a 


USG asphalt-sat. felts 

HH-R-595b type 11 cl. 1 & 11 

D226 

USG asbestos felt 

HH-R-590 type 1 class A 

D250 

ADAMANT* cap roll roofing 

SS-R-630D 

D249 

SEL-VI-LAP* roll roofing 

SS-R-630D 

D371 

IMPERIAL roll roofing 

SS-R-501d class B 

D224 

SUPER-TITE* roofing asphalt 
standard grade 

SS-A-666b type IIA 

D312 type II 


ACOUSTICAL UNITS-PREFABRICATED 


ACOUSTONE*“F" 

SS-S-118a (GSA-FSS) 

E84 

MOTIF'D* ACOUSTONE 

type III class 25 


AIRSON* ACOUSTONE 



AURATONE* 





FEDERAL 

ASTM 

OTHER 

PRODUCT 

SPECIFICATION 

DESIGNATION 

NATIONAL 


METAL GRATING 


GRATE-X grating 

MIL-G-18015S, MIL-M-17194C 
& RR-G-1602 

non-applicable 

GRIP STRUT grating 
selected styles 

RR-G-1602 & MlL-G-18015s 

non-applicable 

INSULATION BOARDS 

USG sound deadening board 
wood fiber 
mineral fiber 

LLL-!-535a class a 

C208 class A 
noncomb, class A 


GYPSUM ROOF DECKS 


PYR0FILL*& THERMOFILL* 
gypsum concrete 

(C.E. 219) 

C317 material 

ANSI 

A59-1 

SHEETROCK formboards 

SS-L-30d 
type V 

C318 material 

— 

USG min. fiber formboards 

SS-S-118a cl. 25 

- 

- 

USG Va” asbestos formboard 
sheets, flat 

SS-B-755a 
type u only 

— 

- 

USG 2 " metal edge gypsum 
plank—precast 

SS-T-315a 
type 1 

C377type 2 

- 


*Reg. U.S. Pat. Off. 


NOTE: All products described here may not be available in all geographic mar¬ 
kets. Consult your local U.S.G. sales office or representative for information. 

U.S.G. SALES OFFICES: ALABAMA: Birmingham, 870-7970 • ARIZONA: 
Phoenix, 274-5461 • CALIFORNIA: Fremont, 792-4400; Los Angeles, 388-1171 • 
COLORADO: Denver, 388-6301 • DISTRICT OF COLUMBIA: Washington, 223- 
8266 • FLORIDA: Jacksonville, 396-1628; No. Miami Beach, 949-3436; Tampa, 
253-5325 • GEORGIA: Atlanta, 393-0770 • ILLINOIS: Chicago, 321-4100 • 
KANSAS: Mission, 362-1315 • KENTUCKY: Louisville, 897-2529 • LOUISIANA: 
New Orleans, 241-2020 • MASSACHUSETTS: Waltham, 890-3835 • MICHIGAN: 


Southfield, 357-2000; Grand Rapids, 459-4477 • MINNESOTA: Minneapolis, 
929-4626 • MISSOURI: Maryland Heights, 872-9172 • NEBRASKA: Omaha, 333- 
5204 • NEW JERSEY: Cherry Hill, 779-7790; Montvale, 212-935-4487 • NEW 
YORK: Buffalo, 835-8200; Latham, 785-5872; New York, 935-4443 • NORTH 
CAROLINA: Charlotte, 332-5023 • OHIO: Cincinnati, 771-3215; Chesterland, 
729-1957; Columbus, 451-7710 • OREGON: Portland, 227-3731 • PENNSYLVA¬ 
NIA: Pittsburgh, 341-0364 • TENNESSEE: Nashville, 254-0622 • TEXAS: Dallas, 
357-6271; Houston, 666-0751; San Antonio, 342-5249 • UTAH: Salt Lake City, 
359-3751 • VIRGINIA: Norfolk, 543-3586; Richmond, 282-0998 • WASHINGTON: 
Bellevue, 455-2595 • WISCONSIN: Wauwatosa, 476-5920. 


UNITED STATES GYPSUM General Offices: 101 South Wacker Drive, Chicago, Illinois 60606 

SA-100/USG/1-75 BUILDING AMERICA 






















































































